PCX 



WORLD INTELLECTUAL PROPERTY ORGANIZATION 
Intemational Bureau 




INTERNATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT) 



(SI) International Patent Classification : 

G06F 17/00 



A2 



(11) Intemational Publication Number: WO 00/60496 

(43) International Publication Date: 1 2 October 2000 (12.1 0.00) 



(21) International Application Number: PCT/USOO/09427 

(22) International Filing Date: 10 April 2000 (10.04.00) 



(30) Priority Data: 
60/128,405 
09/545,608 



8 April 1999 (08.04.99) US 

7 April 2000 (07.04.00) US 



(71) Applicant: AURIGIN SYSTEMS, INC. [US/US]; 10710 North 

Tantau Avenue, Cupertino, CA 95014-0717 (US). 

(72) Inventors: HOHMANN, Luke; 306 Windmill Park Lane, 

Mountain View, CA 94043 (US). RAPPAPORT, Irving, 
S.; 1500 Edgewood Drive, Palo Alto, CA 94303 (US). 
SCHNITZ, Matthew; 2558 Mardell Way, Mountain View, 
CA 94043 (US). ROSENQUIST, Brent; 1668 Kennaid 
Way, Sunnyvale, CA 94087 (US). JACKSON, Adam; 
Apartment 7-107, 1063 Morse Avenue, Sunnyvale, CA 
94089 (US). 

(74) Agents: LEE, Michael, Q. et al.; Sterne, Kessler, Goldstein, & 
Fox P.L.L.C., Suite 600, 1100 New York Avenue, N.W., 
Washington, DC 20005-3934 (US). 



(81) Designated States: AE, AG, AL, AM, AT, AU, AZ, BA, BB, 
BG, BR, BY, CA, CH, CN, CR, CU, CZ, DE, DK, DM, 
DZ, EE, ES, FI, GB, GD, GE, GH, GM, HR, HU, ID, IL, 
IN, IS, JP, KE, KG, KP, KR, KZ, LC, LK, LR, LS, LT, LU, 
LV, MA, MD, MG, MK, MN, MW, MX, NO, NZ, PL, PT, 
RO, RU, SD, SE, SG, SI, SK, SL, TJ, TM, TR, TT, TZ, 
UA, UG, UZ, VN, YU, ZA, ZW, ARIPO patent (GH, GM, 
KE, LS, MW, SD, SL, SZ, TZ, UG, ZW), Eurasian patent 
(AM, AZ, BY, KG, KZ, MD, RU, TJ, TM), European patent 
(AT, BE, CH, CY, DE, DK, ES. FI, FR, GB, GR, IE. IT, 
LU, MC, NL, PT, SE), OAPI patent (BF, BJ, CF, CG, Cl, 
CM, GA, GN, GW, ML, MR, NE, SN, TD, TG). 



Published 

Without international search report and to be republished 
upon receipt of that report. 



(54) Title: AN INTELLECTUAL ASSET PROTOCOL FOR DEHNING DATA EXCHANGE RULES AND FORMATS FOR 
UNIVERSAL INTELLECTUAL ASSET DOCUMENTS, AND SYSTEMS, METHODS, AND COMPUTER PROGRAM 
PRODUCTS RELATED TO SAME 




(57) Abstract 

An intellectual asset protocol for defining data exchange rules and formats for universal intellectual asset data objects, and systems, 
methods, and computer program products related to same. The system includes an intellectual asset protocol system that acts as an engine 
in the definition of data exchange rules and formats for universal intellectual asset documents. Also included is a front end system that 
preferably provides a graphical user interface to enable users to access the intellectual asset protocol system. In addition, an intellectual 
asset database is included that stores collections of intellectual asset objects (and information related to same), one or more embodiments 
of an intellectual asset protocol, and so forth. The intellectual asset protocol system interacts with an Intellectual Property Asset Manager 
(IP AM) server. 



eesT available copy 




wo 00/60496 A3 liiigilliillllllllinilllllllilllllllllllllllllillll 



(12) INTERNATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT) 



(19) World Intellectual Property Organization 
International Bureau 

(43) International Publication Date 

12 October 2000 (12.10.2000) 




PCX 



lilllllliilllllllilllllilllllillllllllll^ 

(10) International Publication Number 

wo 00/60496 A3 



(51) International Patent Classification^: G06F 17/30 

(21) International Application Number: PCT/USOO/09427 

(22) International Filing Date: 10 April 2000 (10.04.2000) 

(25) Filing Language: English 

(26) Publication Language: English 

(30) Priority Data: 

60/128,405 8 April 1999 (08.04.1999) US 

09/545,608 7 April 2000 (07.04.2000) US 

(71) Applicant: AURIGIN SYSTEMS, INC. [US/US]; 10710 
North Tantau Avenue, Cupertino, CA 95014-0717 (US). 

(72) Inventors: HOHMANN, Luke; 306 Windmill Park Lane, 
Mountain View, CA 94043 (US). RAPPAPORT, Irving, 
S.; 1500 Edgewood Drive, Palo Alto, CA 94303 (US). 
SCHNITZ, Matthew; 2558 Mardell Way, Mountain View, 
CA 94043 (US). ROSENQUIST, Brent; 1668 Kennaid 
Way, Sunnyvale, CA 94087 (US). JACKSON, Adam; 
Apartment 7-107, 1063 Morse Avenue, Sunnyvale, CA 
94089 (US). 



(74) Agents: LEE, Michael, Q. et al.; Sterne, Kessler, Gold- 
stein, & Fox P.L.L.C., Suite 600, 1 100 New York Avenue, 
N.W., Washington, DC 20005-3934 (US). 

(81) Designated States (national)i AE, AG, AL, AM, AT, AU, 
AZ, BA, BB, BG, BR, BY, CA, CH, CN, CR, CU, CZ, DE, 
DK, DM, DZ, EE, ES, FI, GB, GD, GE, GH, GM, HR, HU, 
ID, IL, IN, IS, JP, KE, KG, KP, KR, KZ, LC, LK, LR, LS, 
LT, LU, LV, MA, MD, MG. MK, MN. MW. MX, NO. NZ, 
PL, PT, RO. RU, SD. SE, SG. SI, SK, SL,TJ, TM, TR. TT. 
TZ, UA, UG, UZ. VN, YU, ZA, ZW. 

(84) Designated States (regional): ARIPO patent (GH, GM, 
KE, LS, MW, SD, SL, SZ. TZ, UG, ZW), Eurasian patent 
(AM, AZ, BY, KG, KZ, MD, RU, TJ, TM), European patent 
(AT. BE, CH, CY, DE. DK, ES, FI, FR, GB, GR. IE, IT, LU, 
MC, NL, PT. SE), OAPI patent (BF, BJ,CF, CG, Cl, CM, 
GA, GN. GW, ML. MR, NE, SN, TD, TG). 

Published: 

— With international search report 

— Before the expiration of the time limit for amending the 
claims and to be republished in the event of receipt of 
amendments. 



[ Continued on next page ] 



(54) Title: PROTOCOL FOR DEFINING DATA EXCHANGE RULES AND FORMATS FOR UNIVERSAL INTELLECTUAL 
ASSET DOCUMENTS 




(57) Abstract: An intellectual asset protocol for defining data exchange rules and formats for universal intellectual asset data objects, 
and systems, methods, and computer program products related to same. The system includes an intellectual asset protocol system 
that acts as an engine in the definition of data exchange mles and formats for universal intellectual asset documents. Also included is 
a front end system that preferably provides a graphical user interface to enable users to access the intellectual asset protocol system. 
In addition, an intellectual asset database is included that stores collections of intellectual asset objects (and information related to 
same), one or more embodiments of an intellectual asset protocol, and so forth. The intellectual asset protocol system interacts with 
an Intellectual Property Asset Manager (IPAM) server. 








wo 00/60496 A 3 lilillllHIIIIIIIilllllllllllllllllllllilill^ 



(88) Date of publication of the international search report: For two-letter codes and other abbreviations, refer to the '*Guid- 

22 February 200 1 ance Notes on Codes and Abbreviations " appearing at the begin- 

ning of each regular issue of the PCT Gazette, 




INTERNATIONAL SEARCH REPORT 



A. CLASSIFICATION OF SUBJECT MATTER 

IPC 7 G06F17/30 



Interr ial Application No 

PCT/US 00/09427 



According to International Patent Classification (IPC) or to both national classification and IPC 



B. RELDS SEARCHED 



Minimum documentation searched (classification system followed by classification symbols) 

IPC 7 606F 



Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched 



Electronic data base consulted during the international search (name of data base and, where practical, search terms used) 

IBM-TDB, PAJ, EPO-Internal , INSPEC 



C. OCXUMENTS CONSIDERED TO BE RELEVANT 



Citation of document, with indication, where appropriate, of the relevant passages 


Relevant to claim No. 


wo 98 55945 A (SMARTPATENTS INC) 
10 December 1998 (1998-12-10) 
abstract 


1 


page 127, line 28 -page 132, line 14 




BARTH A ET AL: "XML, patent Information 

and the Web" 

PROCEEDINGS OF THE 1998 INTERNATIONAL 
CHEMICAL INFORMATION CONFERENCE, 
PROCEEDINGS OF lOTH INTERNATIONAL CHEMICAL 


1 


INFORMATION CONFERENCE, NIMES, FRANCE, 
18-21 OCT. 1998, 




pages 92-111, XP000972413 
1998, Tetbury, UK, Infonortics, UK 
ISBN: 1-873699-58-1 




the whole document 









1 X 1 f^urlher documents are listed in the continuation of box C. 


jy I Patent family members are listed in annex. 


“ Special categories of cited documents ; 

' A‘ document defining the general state of the art which is not 
considered to be of particular relevance 

'E' earlier document but published on or after the international 
filing date 

*L* document which may throw doubts on priority dalm(s) or 
which is cited to establish the publication date of another 
citation or olher special reason (as specified) 

'O' document referring to an oral disclosure, use. exhibition or 
other means 

•P' document published prior to the international filing date but 
later than the priority date claimed 


"T* later document published after the international tiling date 
or priority date and not in conflict with the appllcalion but 
cited to understand the principle or theory underlying the 
invention 

■X' document of particular relevance: the claimed invention 
cannot be considered novel or cannot be considered to 
involve an inventive step when the document is taken alone 

“Y' document of particular relevance: the claimed Invention 

cannot be considered to involve an inventive step when the 
document Is combined with one or more other such docu- 
ments. such combination being obvious to a person skilled 
in the art. 

'&■ document member of the same patent family 


Dale of the actual completion of the international search 


Date of mailing of the international search report 


5 December 2000 


18/12/2000 


Name and mailing address of the ISA 


Authorized officer 


European Patent Office. P.B. 5818 Patentlaan 2 




NL - 2280 HV Rijswljk 




Tel. (+31-70) 340-2040. Tx. 31 651 epo nl. 




Fax: (+31-70) 340-3016 


Abuing, R 



Form PCT.'ISA.’aiO (second Sheet) (July 1992) 



oaae 1 of 3 







INTERNATIONAL SEARCH REPORT 



Interr -*ial Application No 



PCT/US 00/09427 



C.(Continuation) DOCUMENTS CONSIDERED TO BE RELEVANT 




Category ® 


Citation of document, with indication. where appropriate, of the relevant passages 


Relevant to claim No. 


X 


us 5 799 325 A (AHN DON ET AL) 
25 August 1998 (1998-08-25) 
the whole document 


1 


X 


BREWIN P: "SGML and Patent Document 

Processing. Part I: WIPO Standard ST. 32" 
WORLD PATENT INFORMATION, GB, ELSEVIER 
SCIENCES PUBLISHING, BARKING, 
vol. 18, no. 4, 

1 December 1996 (1996-12-01), pages 
183-192, XP004062962 
ISSN; 0172-2190 
the whole document 


1 


X 


BREWIN P: "SGML and Patent Document 

Processing. Part II: Experience in the 
EPO" 

WORLD PATENT INFORMATION ,GB, ELSEVIER 

SCIENCES PUBLISHING, BARKING, 

vol. 19, no. 1, 1 March 1997 (1997-03-01), 

pages 3-10, XP004062020 

ISSN: 0172-2190 

the whole document 


1 


A 


KRISTENSEN A: "Template resolution in 

XML/HTML" 

COMPUTER NETWORKS AND ISDN 
SYSTEMS, NL, NORTH HOLLAND PUBLISHING. 
AMSTERDAM, 
vol. 30, no. 1-7, 

1 April 1998 (1998-04-01), pages 239-249, 

XP004121423 

ISSN: 0169-7552 

the whole document 


1 


A 


WO 98 16890 A (SNYDER DAVID L ;CALISTRI 
YEH RANDALL J (US); MANNING & NAPIER INFO) 
23 April 1998 (1998-04-23) 
page 13, line 32 -page 19, line 5 


1 


A 


PATENT ABSTRACTS OF JAPAN 
vol. 018, no. 614 (P-1830), 

22 November 1994 (1994-11-22) 

& JP 06 231141 A (HITACHI SOFTWARE ENG CO 
LTD), 19 August 1994 (1994-08-19) 
abstract 


1 


A 


WO 98 34179 A (TIME BASE PTY LIMITED 
;MARIANI PETER (AU); LESSING ABHA (AU); 
SCHN) 6 August 1998 (1998-08-06) 
the whole document 


1 


A 


US 5 860 073 A (SCHOFIELD KEVIN M ET AL) 
12 January 1999 (1999-01-12) 
the whole document 

-/- 


1 



Form PCT/ISA/210 (continuation of second sheet) (July 1992) 



oaoe 2 of 3 







INTERNATIONAL SEARCH REPORT 



Interr nal Application No 



PCT/US 00/09427 



1 C.(Continuatlon) DOCUMENTS CONSIDERED TO BE RELEVANT 


Category ^ 


Citation of document, with indication. where appropriate, of the relevant passages ' 


Relevant to claim No. 


A 


DUDECK J: "Aspects of implementing and 

harmonizing healthcare communication 
standards" 

INTERNATIONAL JOURNAL OF MEDICAL 
INFORMATICS, IR, ELSEVIER SCIENTIFIC 
PUBLISHERS, SHANNON, 
vol. 48, no. 1-3, 

1 February 1998 (1998-02-01), pages 
163-171, XP004115318 
ISSN: 1386-5056 
the whole document 


1 



Form PCT/lSA/210 (continuation ol second sheet) (July 1992) 



oaae 3 of 3 







INTERNATIONAL SEARCH REPORT 



Interr Application No 





• 


•iformatlon on patent family members 




PCT/US 00/09427 




Patent document 




Publication 


Patent family 


Publication 




cited in search report 




date 


member(s) 


date 




wo 9855945 


A 


10-12-1998 


us 


5991751 A 


23-11-1999 










AU 


7953198 A 


21-12-1998 










EP 


0986789 A 


22-03-2000 




US 5799325 


A 


25-08-1998 


US 


5623681 A 


22-04-1997 










US 


6018749 A 


25-01-2000 










US 


5950214 A 


07-09-1999 










US 


5696963 A 


09-12-1997 










US 


5623679 A 


22-04-1997 










US 


5806079 A 


08-09-1998 










US 


5809318 A 


15-09-1998 










US 


5848409 A 


08-12-1998 










AU 


688836 B 


19-03-1998 










AU 


1292595 A 


06-06-1995 










AU 


712181 B 


28-10-1999 










AU 


7189998 A 


13-08-1998 










BR 


9408111 A 


05-08-1997 










CA 


2176729 A 


26-05-1995 










CN 


1141093 A 


22-01-1997 










DE 


731948 T 


15-05-1997 










EP 


0731948 A 


18-09-1996 










JP 


9505422 T 


27-05-1997 










US 


5991780 A 


23-11-1999 










WO 


9514280 A 


26-05-1995 










US 


5845301 A 


01-12-1998 




WO 9816890 


A 


23-04-1998 


AU 


4905997 A 


11-05-1998 




JP 06231141 


A 


19-08-1994 


NONE 








WO 9834179 


A 


06-08-1998 


AU 


706144 B 


10-06-1999 










AU 


5741498 A 


25-08-1998 










EP 


0954808 A 


10-11-1999 




US 5860073 


A 


12-01-1999 


NONE 









Fofm PCT/ISA/210 (patent family annex) (July 1992) 










FOR THE PURPOSES OF INFORMATION ONLY 








Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT. 


AL 


Albania 


ES 


Spain 


LS 


Lesotho 


SI 


Slovenia 


AM 


Armenia 


FI 


Finland 


LT 


Lithuania 


SK 


Slovakia 


AT 


Austria 


FR 


France 


LU 


Luxembourg 


SN 


Senegal 


AU 


Australia 


GA 


Gabon 


LV 


Latvia 


SZ 


Swaziland 


AZ 


Azerbaijan 


GB 


United Kingdom 


MC 


Monaco 


TD 


Chad 


BA 


Bosnia and Herzegovina 


GE 


Georgia 


MD 


Republic of Moldova 


TG 


Togo 


BB 


Barbados 


GH 


Ghana 


MG 


Madagascar 


TJ 


Tajikistan 


BE 


Belgium 


GN 


Guinea 


MK 


The former Yugoslav 


TM 


Turkmenistan 


BF 


Burkina Faso 


GR 


Greece 




Republic of Macedonia 


TR 


Turkey 


BG 


Bulgaria 


HU 


Hungary 


ML 


Mali 


TT 


Trinidad and Tobago 


BJ 


Benin 


IE 


Ireland 


MN 


Mongolia 


UA 


Ukraine 


BR 


Brazil 


IL 


Israel 


MR 


Mauritania 


UG 


Uganda 


BY 


Belarus 


IS 


Iceland 


MW 


Malawi 


US 


United States of America 


ca 


Can tula 


IT 


Italy 


MX 


Mexico 


uz 


Uzbekistan 


CF 


Central African Republic 


JP 


Japan 


NE 


Niger 


VN 


Viet Nam 


CG 


Congo 


KE 


Kenya 


NL 


Netherlands 


YU 


Yugoslavia 


CH 


Switzerland 


KG 


Kyrgyzstan 


NO 


Norway 


ZW 


Zimbabwe 


Cl 


C6tc d’Ivoire 


KP 


Democratic People’s 


NZ 


New Zealand 






CM 


Cameroon 




Republic of Korea 


PL 


Poland 






CN 


China 


KR 


Republic of Korea 


PT 


Portugal 






cu 


Cuba 


KZ 


Kazakstan 


RO 


Romania 






cz 


Czech Republic 


LC 


Saint Lucia 


RU 


Russian Federation 






DE 


Gcnnany 


U 


Liechtenstein 


SD 


Sudan 






DK 


Denmark 


LK 


Sri Lanka 


SE 


Sweden 






EE 


Estonia 


LR 


Liberia 


SG 


Singapore 








wo 00/60496 



PCT/USOO/09427 



- 1 - 

An Intellectual Asset Protocol for 
Defining Data Exchange Rules and Formats for Universal 
Intellectual Asset Documents, and Systems, Methods, and 
Computer Program Products Related to Same 



Background of the Invention 

Field of the Invention 

The present invention is generally related to tools for data processing, and 
more particularly related to an intellectual asset protocol for defining data 
exchange rules and formats for universal intellectual asset data objects, such as 
documents. 

Related Art 



Intellectual asset documents may include patents (U.S. and foreign), patent 
applications (U.S., PCT and foreign), trademarks (U.S. and foreign), trademark 
applications (U.S. and foreign), copyrights, trade secrets, license agreements, joint 
venture agreements, or any other type of data object that involves intellectual 
property. The efficient management of intellectual asset documents requires a 
structured way of exchanging data that represents one or more of these 
intellectual asset documents and/or the systems and processes that relate to them. 
These processes may include license tracking; audits and payments; patent and 
trademark prosecution and workflow; patent and trademark maintenance fee 
payment tracking and reporting; reporting and visualization of intellectual asset 
meta data; electronic submission of patent and trademark application; and so forth. 
Prior to the present invention, this structured way of exchanging data did not 
exist. 

Individuals and/or industries that deal with intellectual asset documents (or 
are involved in the intellectual asset domain) are comprised of many different 
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players. For example, one player is the U.S. Patent and Trademark Office, 
another player is the European Patent Office, another player is an enterprise 
resource planning manager, yet another player is a patent applicant, still another 
player is a patent or trademark licensor, etc. These players operate at times 
independent of each other, yet at other times must come together to facilitate an 
objective. For example, a patent applicant must work with the U.S. Patent and 
Trademark Office to prosecute his or her patent and/or trademark application. 
When two or more players come together to facilitate an objective, it would be 
advantageous for the players to operate with an electronic version of one or more 
intellectual asset data objects or documents. However, this often does not happen 
due to the lack of data exchange rules and formats for intellectual asset data 
objects. Without a standard definition of data exchange rules and formats for 
intellectual asset documents, the progress of the players’ common objective is 
likely to be hindered. 

Cooperation among players in the intellectual asset domain is hindered 
because, often, the players use different formats for intellectual asset documents. 
With the computerization of industries today and the use of the Internet by many 
different players in the intellectual asset domain, the use of different formats of 
intellectual assets documents hinders the efficient exchange of electronic 
intellectual asset documents among the different players. 

Therefore, what is needed an intellectual asset protocol for defining data 
exchange rules and formats for universal intellectual asset documents to increase 
the effectiveness and efficiency of exchanging electronic intellectual asset data 
objects. In addition, the protocol should be sufficiently flexible and full-featured 
to enable other types of functions, such as but not limited to, the management of 
intellectual asset transaction data for various business processes. The invention 
defines a standard for intellectual asset meta-data, and thus provides an effective 
and efficient way to exchange data between disparate intellectual asset software 
systems and Enterprise Resource Planning (ERP) systems. 
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Summary of the Invention 

The present invention is directed to an intellectual asset protocol for 
defining data exchange rules and formats for universal intellectual asset data 
objects, and systems, methods, and computer program products related to same. 
The present invention includes an intellectual asset protocol system that acts as an 
engine in the definition of data exchange rules and formats for universal 
intellectual asset documents. The present invention also includes a front end 
system that preferably provides a graphical user interface to the users of the 
present invention to access the intellectual asset protocol system. The present 
invention may also include an intellectual asset database that stores collections of 
intellectual asset documents (and information related to same), one or more 
embodiments of an intellectual asset protocol, and so forth. The intellectual asset 
protocol system interacts with an Intellectual Property Asset Manger (IPAM) 
server 105, as will be described below. 

Further features and advantages of the invention, as well as the structure 
and operation of various embodiments of the invention, are described in detail 
below with reference to the accompanying drawings. In the drawings, like 
reference numbers generally indicate identical, functionally similar, and/or 
structurally sinular elements. The drawing in which an element first appears is 
indicated by the leftmost digit(s) in the corresponding reference number. 



Brief Description of the Figures 

The present invention will be described with reference to the 
accompanying drawings, wherein: 

FIG, 1 is a block diagram representing an operating environment according 
to an embodiment of the present invention; 

PIG. 2 is a block diagram of functions or modules of the present invention 
connected by a network according to an embodiment of the present invention; 
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FIG. 3 is a block diagram of a computer system preferably used to 
implement the present invention according to an embodiment of the present 
invention; 

FIG. 4 is a block diagram illustrating an example CPML DTD according 
to an embodiment of the present invention; 

FIG. 5 is a block diagram illustrating an example patent DTD according 
to an embodiment of the present invention; 

FIG. 6 is a flow diagram illustrating some of the types of CPML 
intellectual asset documents that may be transferred between clients according to 
an embodiment of the present invention; 

FIGs. 7A-7C illustrate an example CPML DTD according to an 
embodiment of the present invention; 

FIGS . 8 A-8C illustrate an example CPML intellectual asset document for 
a U.S. patent according to an embodiment of the present invention; 

FIGS. 9A-9C illustrate an example CPML intellectual asset document for 
an EP application according to an embodiment of the present invention; 

HGS. lOA-lOI illustrate the mapping between the CPML DTD and other 
patent related DTDs according to an embodiment of the present invention; 

FIG. lOJ illustrates the orientation of FIGS. lOA-lOI according to an 
embodiment of the present invention. 

FIG. 1 1 depicts one example of the high level operation of the functions 
of intellectual asset protocol system according to an embodiment of the present 
invention; 

FIGs. 12 and 13 further details the steps of FIG. 11 according to an 
embodiment of the present invention; 

FIG. 14 illustrates the automatic update of client information according to 
an embodiment of the present invention; 

F'lG. 15 is an even trace diagram that corresponds to FIG. 14 according 
to an embodiment of the present invention; 
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FIG. 16 illustrates how the IPAM server operates with XML documents 
and non-XML (e.g. EQV) documents according to an embodiment of the present 
invention; 

FIGs . 1 7 A- 1 7C illustrate how the present invention supports an electronic 
document order and download protocol DTD according to an embodiment of the 
present invention; 

FIG. 18 illustrates a model used for the SPML of the present invention 
according to an embodiment of the present invention; 

FIG. 19 illustrates the template based streaming mechanism of the present 
invention according to an embodiment of the present invention; 

FIG. 20 illustrates the visitation based steaming mechanism of the present 
invention according to an embodiment of the present invention; 

FIG. 21 illustrates an abstract view of how applications may use different 
adapters in order to work differently with the same SPML document of the 
present invention according to an embodiment of the present invention; and 

FIG. 22 illustrates a concrete view of how applications may use different 
adapters in order to work differently with the same SPML document of the 
present invention according to an embodiment of the present invention. 



Detailed Description of the Preferred Embodiments 



/. Overview of The Present Invention 

The present invention includes an intellectual asset protocol for enabling 
the definition of the data and format of intellectual asset documents to facilitate 
the efficient exchange of electronic intellectual asset documents between disparate 
systems. The present invention contemplates an Intellectual Property Asset 
Manger (IPAM) server 105, an intellectual asset protocol system 110, a front end 




wo 00/60496 



PCT/USOO/09427 



- 6 - 

system 113, and an intellectual asset database 135 as shown in FIG. 1 and 
described in detail below. 

II. System Architecture 

A. System Architecture Overview 

FIG. 1 is a block diagram representing an example operating environment 
of the present invention. It should be understood that the example operating 
environment in FIG. 1 is shown for illustrative purposes only and does not limit 
the invention. Other implementations of the operating environment described 
herein will be apparent to persons skilled in the relevant art(s) based on the 
teachings contained herein, and the invention is directed to such other 
implementations. FIG. 1 illustrates an example environment that includes an 
IP AM server 105, an intellectual asset protocol system 1 10, a front end system 
113, an intellectual asset database 135, the global Internet 120 or other 
communication medium, government agencies 115, one or more intellectual asset 
document licensors 125 and/or one or more EPR systems 140. 

As described below with reference to FIG. 3, IPAM server 105, 
intellectual asset protocol system 1 10, front end system 113 and intellectual asset 
database 135 may be implemented using hardware, software or a combination 
thereof and may be implemented in one or more computer systems or processing 
systems. Intellectual asset protocol system 1 10 will be described next. 

Intellectual asset protocol system 1 10 acts as an engine for the present 
invention in the standardization of intellectual asset documents. Intellectual asset 
protocol system 110 is connected to IPAM server 105 and intellectual asset 
database 135. Intellectual asset protocol system 110 is also connected to the 
Internet 120 via the front end system 113. Requests from users can be made via 
front end system 113 to intellectual asset protocol system 110. The various 
functions provided by the present invention are not dependent on the source of the 
data. Although the embodiment of the present invention shown in FIG. 1 
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illustrates IP AM server 105, intellectual asset protocol system 110, front end 
system 113 and intellectual asset database 135 as separate functional components, 
several (or all) components may be combined as long as the functionality of each 
component still exists within the present invention as will be described below. 
IPAM server 105 will be described next. 

For convenience, IPAM server 105 will briefly be discussed herein, 
although the invention is not limited to this brief description. Briefly stated, IPAM 
server 105 deals with context data processing. IPAM server 105 may be used to 
define and select one or more contexts. Each context includes one or more 
attributes, and a plurality of data objects that satisfy the attributes. A list of data 
objects contained in the selected contexts may be displayed. At least some of the 
data objects in the selected contexts may be processed. Such processing may 
involve generating hierarchical and/or directed acyclic graph data structures to 
represent relationships among the data objects. These data structures can then be 
displayed in a variety of well-known techniques including but not limited to 
hyperbolic trees. Examples of such hierarchical or directed acyclic graph 
structures include claim trees, citation trees, and data object families, which may 
be displayed using hyperbolic trees. 

In an embodiment, the contexts are groups. In other embodiment, the 
contexts are each associated with a data object type. In this latter embodiment, 
the contexts include data objects of their respective data object types. 

IPAM server 105 also supports the generation of annotations. IPAM 
server 105 supports a plurality of annotation types, including document 
annotations, group annotations, data object type annotations, case annotations, 
and enterprise annotations. IPAM server 105 also supports form-based 
annotations. 

In an embodiment, IPAM server 105 has a plug-in manager coupled 
thereto. The system shown in FIG. 1 may also include at least one plug-in 
coupled to the plug-in manager, and at least one external data processing 
component coupled to the plug-in. In an embodiment, the external data 
processing component displays data using at least graphs. In another 
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embodiment, the external data processing component displays data using at least 
maps. The plug-in manager has a first application programming interface (API), 
and each external data processing component has a second API. The plug-in 
translates messages from the plug-in manager to the external data processing 
component to a format conforming to the second API, and translates messages 
from the external data processing component to the plug-in manager to a format 
conforming to the first API. 

Embodiments of IP AM server 105 can process, display, and otherwise 
operate with patent equivalent text files (EQV). (Other embodiments of IPAM 
server 105 operate with other types of data.) Patent equivalent text files are 
described in U.S. PatentNo. 5,623,681, which is herein incorporated by reference 
in its entirety. A patent equivalent text file includes equivalency information that 
establishes an equivalency relationship between the text in the patent equivalent 
text file and the image in the patent image file. For example, this equivalency 
information may include pagination information that enables the patent equivalent 
text file to be displayed having the same pagination (line breaks, column breaks, 
page breaks) as the patent image file. In an embodiment, a pagination module 
generates the patent equivalent text file by comparing the patent text in the patent 
text file with the patent image file to detect equivalency information. This 
equivalency information is then embedded in the patent equivalent text file, along 
with the patent text. While the pagination module is capable of performing the 
pagination operation automatically, in some cases some manual intervention is 
required. In accordance, an operator is sometimes involved with the pagination 
process performed by the pagination module. Front end system 1 1 3 of the present 
invention will be described next. 

Front end system 113 may operate as a Web server. A Web server 
provides a GUI to users who wish to access intellectual asset protocol system 
110. As is well-known in the relevant art(s), a Web server is a server process 
running at a Web site which sends out Web pages in response to Hypertext 
Transfer Protocol (HTTP) requests from remote browsers. An optional firewall 
(not shown) serves as the connection and separation between intellectual asset 
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protocol system 1 10 and the global Internet 120. Generally speaking, a firewall— 
which is well-known in the relevant art(s)— is a dedicated gateway machine with 
special security precaution software. It is typically used, for example, to service 
Internet 120 connections and dial-in lines, and protects a cluster of more loosely 
administered machines hidden behind it from an external invasion. Intellectual 
asset database 135 of the present invention will be described next. 

Intellectual asset database 135 stores collections of data that represent the 
current embodiments of intellectual asset protocols, intellectual asset documents 
and their processes, etc,, used by the present invention. Here, in an embodiment, 
data stored in intellectual asset database 135 may be stored as a relational 
database. In a relational database, data is stored in the form of related tables. A 
relational database management system (DBMS) is used to manipulate data in the 
related tables. Relational databases are powerful because they require few 
assumptions about how data is related or how it will be extracted from the 
database. As a result, the same database can be viewed in many different ways. 
An important feature of relational systems is that a single database can be spread 
across several tables. This differs from flat-file databases, in which each database 
is self-contained in a single table. 

Another embodiment of the type of database used by intellectual asset 
database 135 is a database design known as Hypertext. In a Hypertext database, 
any object, whether it be a piece of text, a picture, or a film, can be linked to any 
other object. Hypertext databases are particularly useful for organizing large 
amounts of disparate information, but they are not generally designed for 
numerical analysis. 

Intellectual asset database 135 of present invention may also be 
implemented using a standard database access method such as Open DataBase 
Connectivity (ODBC). The goal of ODBC is to make it possible to access any 
data from any application, regardless of which DBMS is handling the data. 
ODBC manages this by inserting a middle layer, called a database driver, between 
an application and the DBMS. The purpose of this layer is to translate the 
application's data queries into commands that the DBMS understands. For this 
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to work, both the application and the DBMS must be ODBC-compliant - that is, 
the application must be capable of issuing ODBC commands and the DBMS must 
be capable of responding to them. Both the functions of the engine of IPAM 
server 105 and intellectual asset protocol system 110, and the data stored in 
intellectual asset database 135, will be discussed in further detail below. The 
global Internet 120 will be described next. 

The global Internet 120 includes a plurality of external workstations (for 
example, government agencies 1 15, intellectual asset document licensors 125 and 
EPR systems 140, as shown in the embodiment of FIG. 1) that allow users (e.g., 
players within the intellectual asset domain) of the Internet 120 to remotely access 
and use intellectual asset protocol system 1 10 (via front end system 113). Note 
that the present invention may communicate with these external workstations via 
communication methods other than the Internet 120 (via Transmission Control 
Protocol/Intemet Protocol (TCP/IP)), including, but not limited to, asynchronous 
dial up and asynchronous lease line. Asynchronous dial up, asynchronous lease 
line, and TCP/IP communication are well known terms in the relevant art. 
Government agencies 115 and intellectual asset document licensors 125 are 
addressed next. 

Government agencies 1 15 include the U.S. Patent and Trademark Office, 
patent and trademark offices in foreign countries, and government agencies that 
are in the intellectual asset domain. Intellectual asset document licensors 125 
include business entities or individuals who license an intellectual asset document. 
ERP (Enterprise Resource Planning) system 140 is described next. 

ERP system 140 integrates many facets of a business, including planning, 
manufacturing, sales and marketing. As the ERP methodology has become more 
popular, software applications have emerged to help business managers implement 
ERP. Often EPR involves intellectual asset documents and the need to transfer 
and receive electronic intellectual asset documents with disparate intellectual asset 
software systems. 

FIG. 2 is a block diagram of the functions or modules of intellectual asset 
protocol system 110 preferably connected by a network according to an 
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embodiment of the present invention. It should be understood that the particular 
intellectual asset protocol system 1 1 0 in FIG. 2 is shown for illustrative purposes 
only and does not limit the invention. Other implementations for performing the 
functions described herein will be apparent to persons skilled in the relevant art(s) 
based on the teachings contained herein, and the invention is directed to such 
other implementations. As will be apparent to one skilled in the relevant art(s), 
all of the functions inside of intellectual asset protocol system 110 are preferably 
connected and communicate via a communication medium such as a network 220. 

The topology of network 220 as shown in FIG. 2 is called a bus topology. 
In general, the topology of a network is the geometric arrangement of functions 
(i.e., computers) within the system. Other common types of network topologies 
include star and ring topologies. Although the present invention is illustrated in 
FIG. 2 as incorporating a bus topology, the present invention can equally be 
applied to other topologies. 

The functions of intellectual asset protocol system 110 include an 
intellectual asset protocol function 205, an intellectual asset data and processing 
exchange function 210, a presentation function 215 and an administration function 
220. The invention is not limited to these functions. The functions of intellectual 
asset protocol system 1 10 shown in FIG. 2 will be described in detail below in 
Section Vni after the description of an embodiment of the intellectual asset 
protocol of the present invention, 

B. An Example Implementation of the Present Invention 

The present invention (i.e., IPAM server 105, intellectual asset protocol 
system 110, front end system 113, intellectual asset database 135, or any part 
thereof) may be implemented using hardware, software or a combination thereof 
and may be implemented in one or more computer systems or other processing 
systems. In fact, in one embodiment, the invention is directed toward one or more 
computer systems capable of carrying out the functionality described herein. An 
example of a computer system 300 is shown in FIG. 3. The computer system 300 
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includes one or more processors, such as processor 303. The processor 303 is 
connected to a communication bus 302. Various software embodiments are 
described in terms of this exemplary computer system. After reading this 
description, it will be apparent to a person skilled in the relevant art how to 
implement the invention using other computer systems and/or computer 
architectures. 

Computer system 300 also includes a main memory 305, preferably 
random access memory (RAM), and may also include a secondary memory 310. 
The secondary memory 310 may include, for example, a hard disk drive 312 
and/or a removable storage drive 3 14, representing a floppy disk drive, a magnetic 
tape drive, an optical disk drive, etc. The removable storage drive 314 reads from 
and/or writes to a removable storage unit 318 in a well known manner. 
Removable storage unit 318, represents a floppy disk, magnetic tape, optical disk, 
etc. which is read by and written to by removable storage drive 314. As will be 
appreciated, the removable storage unit 318 includes a computer usable storage 
medium having stored therein computer software and/or data. 

In alternative embodiments, secondary memory 310 may include other 
similar means for allowing computer programs or other instructions to be loaded 
into computer system 300. Such means may include, for example, a removable 
storage unit 322 and an interface 320. Examples of such may include a program 
cartridge and cartridge interface (such as that found in video game devices), a 
removable memory chip (such as an EPROM, or PROM) and associated socket, 
and other removable storage units 322 and interfaces 320 which allow software 
and data to be transferred from the removable storage unit 322 to computer 
system 300. 

Computer system 300 may also include a communications interface 324. 
Communications interface 324 allows software and data to be transferred between 
computer system 300 and external devices. Examples of communications 
interface 324 may include a modem, a network interface (such as an Ethernet 
card), a communications port, a PCMCIA slot and card, etc. Software and data 
transferred via communications interface 324 are in the form of signals 328 which 
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may be electronic, electromagnetic, optical or other signals capable of being 
received by communications interface 324. These signals 328 are provided to 
communications interface 324 via a communications path (i.e., channel) 326. This 
channel 326 carries signals 328 and may be implemented using wire or cable, fiber 
optics, a phone line, a cellular phone link, an RF link and other communications 
channels. 

In this document, the term “computer program product” refers to 
removable storage units 318, 322, and/or signals 328. These computer program 
products are means for providing software and/or data to computer system 300. 
The invention is directed to such computer program products. 

Computer programs (also called computer control logic) are stored in main 
memory 305, and/or secondary memory 310 and/or in computer program 
products. Computer programs may also be received via communications interface 
324. Such computer programs, when executed, enable the computer system 300 
to perform the features of the present invention as discussed herein. In particular, 
the computer programs, when executed, enable the processor 303 to perform the 
features of the present invention. Accordingly, such computer programs represent 
controllers of computer system 300. 

In an embodiment where the invention is implemented using software, the 
software may be stored in a computer program product and loaded into computer 
system 300 using removable storage drive 3 1 4, hard drive 3 1 2 or communications 
interface 324. The control logic (software), when executed by processor 303, 

causes processor 303 to perform the functions of the invention as described 
herein. 

In another embodiment, the invention is implemented primarily in 
hardware using, for example, hardware components such as application specific 
integrated circuits (ASICs). Implementation of the hardware state machine so as 
to perform the functions described herein will be apparent to persons skilled in the 
relevant art(s). 

In yet another embodiment, the invention is implemented using a 
combination of both hardware and software. 
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An embodiment of the intellectual asset protocol of the present invention 
is described next. 

III. CPML DTD According to an Embodiment of the Present Invention 

As discussed above, intellectual asset database 1 35 stores data objects that 
comply with one or more embodiments of the intellectual asset protocol of the 
present invention. In one embodiment of the present invention, the universal 
intellectual asset protocol is implemented as a Comprehensive Patent Markup 
Language (CPML) Document Type Definition (DTD) that conforms to Extended 
Markup Language (XML). Here, documents conforming to the CPML DTD are 
called CPML documents or, sometimes, universal intellectual asset documents 
(discussed above). As these names indicate, the CPML DTD of the present 
invention is very powerful and can be used for many functions, as will be 
described below with reference to FIG. 4. 

In essence, the CPML DTD is an XML intellectual asset protocol that 
specifies the data rules and format for intellectual asset management. This is veiy 
different, for example, from the USPTO Red Book specification and CML 
concerned with document presentation. In some embodiments, the CPML DTD 
includes these DTDs in its applications. Although both DTDs and XML are well 
known in the relevant art(s), brief overviews of DTDs and XML are provided 
next. 

As will be discussed above, computer programs when executed, enable 
computer 300 (FIG. 3) to perform the functions of the present invention as 
discussed herein. In an embodiment, the present invention is implemented using 
active server pages, XML and stored procedures. XML is a presentation markup 
language and is used as a data description language. XML is a pared-down 
version of SGML and is designed especially for Web documents. XML enables 
designers to create their own customized tags to provide functionality not 
available with HTML. For example, XML supports links that point to multiple 
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documents, as opposed to HTML links, which can reference just one destination 
each. 

A tag is a command or marker inserted in a document that specifies how 
the document, or a portion of the document, should be formatted. Tags are used 
by format specifications that store documents as text files. This includes SGML 
and HTML. Therefore, in an embodiment of the present invention, a designer 
would implement each of the functions of intellectual asset protocol function 205 
as a tag. 

The type of file associated with SGML and XML documents is called a 
document type definition or DTD. DTD is a type of file that defines how the tags 
should be interpreted by the application presenting the document. The HTML 
specification that defines how Web pages should be displayed by Web browsers 
is one example of a DTD. In essence, a DTD to the present invention represents 
a contract between the players in the intellectual asset domain that intellectual 
asset documents will conform to a particular standard. The CPML DTD of the 
present invention will next be described in more detail with reference to FIG. 4. 

HG. 4 conceptually illustrates the comprehensive patent markup language 
(CPML) DTD 402 according to embodiments of the invention. The CPML DTD 
402 includes a plurality of other DTDs. Alternatively, the components of the 
CPML DTD 402 shown in FIG. 4 may be grouped together as one or more 
separate DTDs. Preferably, the DTDs of FIG. 4 conform to XML, although the 
invention is not limited to this embodiment. 

The CPML DTD 402 includes one or more patent DTDs 403. These 
patent DTDs 403 are a representation of patent documents. As shown in FIG. 5, 
the patent DTDs 403 may include or be representative of the USPTO Red Book 
DTD 504 (which is described in the specification of the USPTO Red Book 
published by the USPTO (dated March 1998, which is herein incorporated by 
reference in its entirety), and/or patent DTDs of other patent offices, such as the 
PCT or EPO DTDs 506. The patent DTDs 403 may also include or be 
representative to information included in patent equivalent text files (EQV) 502 
(as described above). 
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The CPML DTD 402 includes DTDs 404 to support and represent other 
IP (intellectual property) assets, such as trade marks, trade secrets, copyright, 
conception documents, etc. 

The CPML DTD 402 includes DTDs 406 to represent USPTO and/or 
other patent office prosecution. 

The CPML DTD 402 includes DTDs 408 to represent and support patent 
licensing, tracking, auditing, payment, etc. 

The CPML DTD 402 includes DTDs 410 to represent and support any 
types of docketing activities. 

The CPML DTD 402 includes DTDs 412 to represent and support 
annotations, and the exchange of same. 

The CPML DTD 402 includes DTDs 414 to represent and support reports 
and reporting activities. 

The CPML DTD 402 is not limited to the functionality shown in FIG. 4. 
The example of FIG. 4 is provided for illustrative purposes only. 

FIG . 6 illustrates various types of CPML intellectual asset documents (that 
conform to CPML DTD 402) that can be exchanged between two players or 
clients in the intellectual asset domain. Next, a variety of features of the CPML 
DTD of the present invention are described. 

A. The CPML DTD. Is a Union of the Structured Document 
Data Recognized and Served by Embodiment of the IPAM 
Server 

The CPML DTD specification contains a union of the structured 
bibliographic data that is used by embodiments of the IPAM server 105. In 
embodiments, this data includes subtables of the IP_DOCUMENT table and their 
satellites in the IPAM server database, plus the abstracts that reside in the 
searching database (indexes). This ensures that IPAM server 105 can extract the 
data it needs strictly from the XML, potentially without even the indexes and 
database flatfiles Production supplies. 
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B. The CPML DTD Supports Additional Structures 

When the incoming data’s normalization varies, the CPML DTD has 
sections for unnormalized data and repeats the data in the normalized format as 
necessary. The normalized versions are optional. For example: 



<Inventor> 

Matt Schnitz 
1975 Landings Drive 
Mountain View, CA 94043 
<Name> 

Matt Schnitz 

<Sumame>Schnitz</Sumame> 

<GivenName>Matt</GivenName> 

</Name> 

<Address> 

1975 Landings Drive 
Mountain View, CA 94043 
<Street>1975 Landings Drive</Street> 
<City>Mountain View</City> 
<State>CAc/State> 
<Country>US</Country> 
<PostaICode>94043</PostalCode> 
</Address> 

</Inventor> 



This policy makes sure that the application using the data has the level of 
normalization it is capable of supporting, and that the data has the best level of 
normalization we can supply. 
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C. The CPML DTD Uses ISO Standard Codes and Readable 
Naming Conventions for its Tags 

As demonstrated in the example in Section (b) above, standards are used 
when possible. For example, “US” is the ISO standard code for the United States 
and “CA” is the ISO standard code for California. 

The naming convention for the tags preferably includes relatively readable 
and long names. The disk space lost pales in comparison to the image storage. 
Having readable names allows human beings to manipulate documents. The 
readable names make the CPML DTD easier to explain to third parties. 

D. The EQV Format Can Be Replaced with the CPML DTD in 
IPAM Server 

Preferably, IPAM server 105 accepts XML intellectual asset documents 
as electronic documents. 

XML intellectual asset documents are stored just as patent equivalent text 
files were, and are delivered to the IPAM server 105 just as the patent equivalent 
text files were. Changes to the IPAM server 105 include: 

* IPAM server 105 has to recognize XML as a format equivalent to 
the EQV format and return XML intellectual asset documents upon request. 

* The IPAM server 105 has a new command that requests the XML 
for a particular intellectual asset document. 

* The domain has new data paths for passing up the XML formatted 
documents as it did the EQV formatted documents. Alternatively, the domain can 
convert the XML formatted document to an EQV formatted file before passing 
it to the user interface of the IPAM server 105 to save the user interface the 
trouble of being dual-operable, and to save the annotation subsystem some 
complexity. 

* The user interface of the IPAM server 105 displays the document 



properly. 
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* The entire annotation subsystem can handle anchoring the 
annotation in an XML document rather than an image or an EQV document. 

The invention includes tools that accomplish the following tasks: translate 
all incoming data into XML; merge disparate data for a particular document into 
a single XML document; track changes and version documents; produce indexes 
and database flatfiles from a set XML of documents; and convert XML formatted 
documents into EQV formatted documents for backward compatibility. 



E. The CPML DTD Retains as Much Information Present in the 
Original Documents as Practical, Including Chemical, Table, 
and Mathematical Information 

The original structured data can be retained for future use by “escaping” 
the data - for example, commenting it out or wrapping it in a processing 
instruction — but escaping does not facilitate further processing. In order to 
process the information, it must be put into a semantic context that the processing 
software understands. Rather than have the processing software understand all 
the original formats, the original formats should be translated to a single format. 



The CPML DTD Includes a IPAM Server Interface for 
Accessing Groups and Annotations via an XML Interface 



XML and the CPML DTD of the present invention are also useful as an 
output format for the IPAM server 105. XML provides a structured content 
format that is platform-independent. Groups, documents, and annotations can be 
output by IPAM server 105. 

Annotations contain some optional flags and annotation segments. 
Annotation segments contain a “start” anchor and an “end” anchor, and some 
content, which may either be embedded in the annotation or referred to by the 
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annotation. It may also make reference to its group or owner. A possible XML 
format is below: 



5 



10 



15 



20 



<Annotation guid=’the annotation guid’> 

<AttomeyWorkProduct /> 

<Owner xml:link=’some Xpointer’ /> 

<AnnotationSegment guid=’the annotation segment guid’> 
<Start xml:link=’some Xpointer#some Xlink’ /> 
<End xml:link=’some Xpointer#some Xlink’ /> 
This is the text of the annotation. 

(This particular thing’s very interesting.) 
</AnnotationSegment> 

<AnnotationSegment guid=’the annotation segment guid’> 
<Start xml:link=’some Xpointer#some Xlink’ /> 
<End xml:link=’some Xpointer#some Xlink’ /> 

<ContentLink xml :link=’ some Xpointer’ /> 
</AnnotationSegment> 

</Annotation> 



Groups contain annotations, documents, and other groups. They make 
reference to their parents. Annotations may be referred to, or embedded directly 
in the group. A possible XML format is below: 



<Group guid=’the group guid’> 

<AnnotationReference xml:link=’lan annotation guid’/> 
<Annotation guid=’the annotation guid’> 
<AttomeyWorkProduct /> 

<Owner xml:link=’|a group guid’ /> 



25 
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</Annotation> 

<DocumentReference xml:Iink=’|a document guidV> 
<DocumentReference xml:link=’|a document guidV> 
<Parents> 

<GroupReference xml:link=’|a group guidV> 
<GroupReference xml:link=’|a group guidV> 
</Parents> 

<Children> 

<GroupReference xml:link=’|a group guidV> 
<GroupReference xml:link=’|a group guidV> 
<GroupReference xml:link=’|a group guidV> 
</Children> 

</Group> 



The CPML DTD of the present invention gives this data a “life of its 
own”. For example, someone could send an annotation to a coworker, and the 
coworker could view it with his e-mail reader (with the appropriate XML plug-ins 
to the e-mail reader). If the coworker wants the group context, he follows the 
“group” link, which sends the request to the WorkBench. 

G. The CPML DTD Includes a Set of XML Interfaces for Third- 
party ConterU Managers That Allows Users to Use Those 
Content Managers via IP AM in the Future 

XML can be used as a back-end interface for hooking into third party 
search engines and document servers. IPAM server 105 needs to use an interface 
to access central search servers. If that interface is in XML and is relatively 
general, it provides a platform-independent standard. 
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H. The CPML DTD provides Claims Structure Support 

Embodiments of the CPML DTD has structured claims information. 
Claims structure includes: ( 1 ) a claim number; (2) independent claim information; 
(3) preambles with optional dependency clauses; and (4) a main body with man y 
elements. The CPML DTD supports varying amounts of the structures listed 
above. An example CMML DTD is discussed next with reference to FIGs. 7A- 
7C. 

IV. Example CPML DTD According to an Embodiment of the Present 

Invention 

An example CPML DTD 702 is shown in FIGS. 7A-7C. The goal of 
CPML DTD 702, according to an embodiment of the invention, is to include text 
structure and bibliographic tags present in the IPAM server database and indexes. 
How the CPML DTD 702 and the data in the IPAM server database and indexes 
are related will be described below with reference to FIGs. lOG-lOI. The 
invention is not limited to CPML DTD 702. The example of FIGS. 7A-7C is 
provided for illustrative purposes only, and is not limiting. Other DTDs will be 
apparent to persons skilled in the relevant art(s) based on the teachings contained 
herein. 

In CPML documents, information and sections of the patent are stored in 
the respective tags of the CPML DTD 702. 

The CPML DTD 702 shall now be described. 

To aid in the understanding of the example CPML DTD 702, the following 
three tables are provided, including Tables 1 through 3. Table 1 illustrates some 
common symbols for specifying element structure in a DTD, along with their 
descriptions: 



Table 1 
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Symbol 


Symbol Type 


Description 


1 


Vertical bar 


Any element named may appear; one 
element must appear. 


> 


Comma 


Requires appearance of elements in 
specified order. 


? 


Question mark 


Makes it optional for an element to 
appear, but only one may appear. 




No symbol 


One, and only one element, must appear. 


0 


Asterisk 


Allows any number of the element to 
appear in sequence; even zero. 


0 


Plus sign 


Requires at least one element to appear; 
more may appear in sequence. 


() 


Parentheses 


Groups elements. 



The following Table 2 illustrates some common attribute types in a DTD, 
along with their descriptions: 



Table 2 



Attribute Type 


Description 


CDATA 


The attribute may contain only character 
data. 


ID 


The value of the attribute must be unique, 
identifying the element. If two attributes 
within a document of type ID have the 
same value, the parser should return an 
error. Note that attributes of type ID may 
not have default values or fixed values. 
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IDREF The value of the attribute must refer to an 

ID value declared elsewhere in the 



document. If the value of the attribute 
doesn’t match an ID value within the 
document, the parser should return an 
error, 

ENTITY, ENTITIES The value of an ENTITY attribute must 

correspond to the name of an external 
unparsed entity declared in a DTD. An 
ENTITIES attribute is similar but allows 
multiple entity names separated by 
whitespace. 

NMTOKEN, NMTOKENS The value of the attribute must be a name 

token much like CDATA, but the 
characters used in the value must be letters, 
digits, periods, dashes, underscores, or 
colons. NMTOKENS is similar but allows 
multiple values separated by whitespace. 

NOTATION The value of the attribute must refer to the 

name of a notation declared elsewhere in 
the DTD. 

Enumerated The value of the attribute must match one 

of the values listed. Values must appear in 
parentheses and separated by OR (|) 

symbols. 
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NOTATION (enumerated) 



The value of the attribute must match the 
name of one of the NOTATION names 
listed. For example, an attribute with type 
NOTATION (drawing | figure) would need 
to have a value of “drawing” or “figure,” 
and NOTATION declarations would need 
to exist for both drawing and figure. 



The final table. Table 3, illustrates attribute default values, along with their 
descriptions: 



Table 3 



Attribute Default 
Value 


Description 


#REQUIRED 


Indicates to the parser that this attribute must have a 
value in all instances of the element. Failure to 
include the attribute will result in parsing errors. 


#IMPLIED 


Allows the parser to ignore this attribute if no value 
is specified. 


#nXED value 


Announces that element instances that specify that a 
value for this attribute must specify the listed value. 
If an element instance doesn’t include this attribute, 
its value will be presumed to be the value specified. 


defaultvalue 


Provides a default value for the attribute. If the 
attribute is not declared explicitly in an element 
instance, the attribute will be assumed to have a 
value of defaultvalue. 



The example CPML DTD 702 preferably includes distinct sections for 
each distinct part of the document. Referring to HG. 7A, label 703 indicates an 
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element list (ELEMENT) that are grouped together to create the CPML DTD 
702. From Table 1 above, we know that parentheses group elements. Therefore, 
the elements or sections that make up “patent” include: “Bibliography,” 
“Abstract,” “UnstructuredBibliography,” BriefSummaryOfInvention,” 
“DescriptionOfDrawings,” “DescriptionOfInvention,” and “Claims.” We also 
know from Table 1 that, since a comma separates each of these elements, the 
elements are required to appear in the specified sequence. Therefore, the 
“Bibliography” element is required to appear first. Next in sequence is the 
Abstract element. CPML DTD 702 shows the “abstract” element is separated 
from the “Bibliography” element. In another embodiment of the present 
invention, the “Abstract” element could be inside of the “Bibliography” element. 
Because there is no symbol after the “Bibliography” or the “Abstract” element, 
these elements must appear once, and only once. 

Note that the next three elements in the sequence 
( UnstructuredBibliography,” BriefSummaryOfInvention” and 
“DescriptionOfDrawings”) each end with a question mark. From Table 1, this 
indicates that each of these elements, while optional, may only appear once. 
Next in sequence is the “DescriptionOfInvention” element that is required to 
appear once. The four preceding elements or sections are considered to be text 
sections of a patent. Note that although the embodiment in FIGs. 7A-7C show 
four text sections, there could just as easily be five or ten or any other number. 

Finally, there is a required Claims” element that must appear once. 

Still referring to FIG. 7A, the label 704 indicates an attribute list 
(ATTLIST), which generally associates values for each attribute. The attributes 
shown include “MajorVer,” “MinorVer” and “GUID.” For example, the attribute 
“MajorVer” can have the value 0, 1, 2, etc., but must have one of the values listed. 
The #REQUIRED (from Table 3) is an attribute default that indicates to the 
parser that the attribute “MajorVer” must have a value in all instances of the 
element. Failure to include the attribute will result in parsing errors. The attribute 
“MinorVer” is defined the same way as “MajorVer.” The attribute “GUID” must 
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have a unique value identifying the element (indicated by ID for Table 2). Again, 
#REQUIRED indicates that “GUID” must have a value in all instances of the 
element. 

The label 705 references a list of normalized tags. In this embodiment of 
the present invention, normalized tags are a common set of tags that appear in 
many places. These normalized tags pronuse a given data normalization when 
they appear. Normalized tags include tags for dates (Date), for publishing 
organizations (PubOrg), document kinds (Kind), numbers (Num), and countries 
(Cntry). More specifically, dates are always in the form YYYYMMDD, PubOrg’s 
are only allowed to be those found in WIPO Standard 3, Kind’s obey a specified 
naming convention. Hum’s are always purely numeric, and Cntry ’s are only 
allowed to be ISO-specified countries. 

The label 706 references a list of common tags and entities. In this 
embodiment of the present invention, common tags appear in more than one place 
but are not normalized. This element specifies the format for text, such as 
paragraphs, in the CPML DTD 702. 

The label 707 references a list of patent bibliographic tags. This 
embodiment supports different classifications of bibliographic tagsi identifiers that 
serve to identify documents by identifiers, references to other documents, 
legalities, classifications, and miscellaneous information. These bibliographic 
classifications are organized as follows: 

Bibliographic Data 

Identifiers (that is, data that serves to distinguish this document 
from others) 

Title 

Publication and Examining Organization (the EPO, the 

USPTO, etc.) 

Kind of Document (application, patent, reissue) 

Publication Number (the number of the document proper) 




wo 00/60496 



PCT/USOO/09427 



5 



10 



15 



20 



25 



30 



- 28 - 



Application Number 

Abstract (with or without a typical or indicative drawing) 
References to Other Documents 
Citations 

Examiner-cited citations (usually a subset of the search 
report citations) 

Applicant-cited citations ( typically embedded in the 
document proper) 

Patent Family 
Parent application(s) 

Related application(s) 

Related granted patent(s) 

Foreign applications that transfer priority under the Paris 

Convention 

Priority Application 

Priority Date 

Priority Country 



PCT International Patent Applications that transfer priority 
under the Patent Cooperation Treaty 
Legalities 

Inventors 

Assignees 

Legal Representation of Inventors or Assignees (who, 
which firm, etc.) 

Patent Examiner 
Designated States 

Relevant Dates (Filing, or Application, Date; Publication 
Date; possibly Issue, or Granted, Date; and possibly 
Reissuance Date) 

Classifications of the Document 
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Domestic 

International (International Patent Classification; usually 
the version of the IPC is listed as well) 



These categories are used for convenience purposes only. The invention 
is not limited to this example. 

Some embodiments of the CPML DTD may have all of these 
bibliographic fields, while other DTD embodiments may have subsets of the fields. 
In the example of FIGS. 7A-7C, the bibliographic tags are organized as follows: 
general information 707, identifiers 708, references to dther documents 709, 
legalities 710 (i.e., data that reinforces the assignee’s right to monopoly), 
classifications 711, and miscellaneous information 712. 

Referring to label 707, the bibliographic tag relating to general information 
is shown. From Table 1 above, we know that parentheses group elements. We 
also know from Table 1 that, since a comma separates each of these elements, the 
elements are required to appear in the specified sequence. Therefore, the 
elements or sections that make up the bibliographic tag relating to general 
information is as follows: 

Title: must appear once, and only once; 

PubNo: must appear after Title, once and only once; 

AppNo: must appear after PubNo, once and only once; 

PatentRef*: any number of PatentRef can appear in sequence, even zero; 

FilingDate: must appear in sequence, and must appear once, and only 

once; 

IssueDate?: must appear only once after FilingDate if present, but is 
optional; 

PublicationDate?: must appear only once in sequence if present, but is 
optional; 

CalculatedExpirationDate?: must appear only once in sequence if 
present, but is optional; 
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Assignee*: any number of Assignees can appear in sequence, even zero; 

Inventor*: any number of Inventors can appear in sequence, even zero; 

Priority*: any number of references that the present patent claims priority 
to can appear in sequence, even zero; 

DesignatedStates: must appear in sequence, and must appear once, and 
only once; 

IPC*; any number of IPC’s can appear in sequence, even zero; 

USClassification*: any number of US classifications can appear in 
sequence, even zero; 

PublicationLanguage: must appear in sequence, and must appear once, 
and only once; 

NumClaims?: must appear only once after PublicationLanguage if 
present, but is optional; 

NumDrawingPages?; must appear only once in sequence if present, but 
is optional; 

NumFigures?: must appear only once in sequence if present, but is 
optional; and 

NumSpecPages?: must appear only once in sequence if present, but is 
optional. 

Note that each of these elements are further defined. For instance. Title, 
PubNo and AppNo are further defined as referenced by label 708. For example, 
PubNo is required to include the normalized tags: PubOrg, Kind, and Num 
(described above with reference to label 705), in sequence. 

PatentRef is further defined as referenced by label 709. FilingDate, 
IssueDate, PublicationDate, CalculatedExpirationDate, Assignee, Inventor, 
Priority and DesignatedStates are each further defined as referenced by label 7 10. 

IPC and USClassification are further defined as referenced by label 711. 
Referring to label 711, IPC is required to include the normalized tags: Section, 
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Class, Subclass, Group and Subgroup. USClassification is required to include the 
normalized tags: USClass, USSubclass, and USSuffix. 

Finally, PublicationLanguage, NumClaims, NumDrawingPages, 
NumFigures and NumSpecPages are further defined as referenced by label 712. 

The section or element Abstract is next in CPML DTD 702. The Abstract 
element is referenced by label 713. 

After the Abstract section, the unstructured bibliographic section, 
referenced by label 714 follows. The unstructured bibliographic labeled by 714 
includes a text representation of all bibliographic information of a given patent in 
unstructured format. This information is provided to support rendering of the 
patent, since not all bibliographic information may be stored in structured format 
(in documents that support the CPML DTD 702). 

Based on the teaching above, one skilled in the relevant art(s) will 
understand the remainder of CPML DTD 702 including: the brief summary of the 
invention section is referenced by label 715, the brief description of the drawings 
section is referenced by label 7 1 6, the detailed description of the invention section 
is referenced by label 717 , and the claims section is referenced by label 718. 

V. Example CPML Intellectual Asset Document - U.S. Patent 

FIGS. 8 A-8C illustrate an example CPML intellectual asset document for 
a U.S. patent. The CPML intellectual asset document of FIGS. 8A-8C 
corresponds to the CPML DTD 702 of FIGS. 7A-7C. 

VI. Example CPML Document - European Patent 

The CPML DTD 702 of FIGS. 7A-7C supports all types of patent 
intellectual asset documents, not just U.S. patents. For example, FIGS. 9A-9C 
illustrate an example CPML intellectual asset document for an EP application. 
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The CPML intellectual asset document of FIGS. 9A-9C corresponds to the CPML 
DTD 702 of FIGS. 7A-7C. 

VII. Correspondence Between CPML DTD and Other Patent DTDs and 
Example Database Implementation 

FIGS. lOA-lOI illustrate the mapping between the CPML DTD 702 and 
other patent related DTDs, such as patent-related DTDs of the U.S. Patent Office 
and the European Patent Office. The orientation of FIGS. lOA-lOI is indicated 
in FIG. lOJ. 

The "Red Book" and "Green Book" DTDs of the USPTO are represented 
by columns 1004 and 1006, respectively. The DTD of the EPO/PCT is 
represented by columns 1008, 1010, and 1012. The CPML DTD 702 according 
to an embodiment is represented by columns 1014, 1016, and 1018. 

FIGS. lOA-lOI also illustrate the mapping between the CPML DTD 702 
and fields of the IPAM server database, thereby indicating how data from CPML 
intellectual asset documents is stored in the database, and how the database is 
used to populate CPML intellectual asset documents. 

VIII. Detailed Description of the Functions of the Intellectual Asset Protocol 
System of the Present Invention 

The function of intellectual asset protocol system 110 were introduced 
above with reference to FIG. 2. The functions include intellectual asset protocol 
function 205, intellectual asset data and processing exchange function 210, 
presentation function 215 and administration function 230. Each of these 
functions may also include one or more functions. 
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A. Intellectual Asset Protocol Function 



The CPML DTD 702 supports formats and rules concerning the following 
functions performed by intellectual asset protocol function 205: 

Patent and Trademark Prosecution and Workflow 
Electronic Submission of Patent and Trademark Applications 



Patent and Trademark Maintenance Fee Payment Tracking and Reporting 



License Tracking 



License Audits 



License Payments 



Intellectual asset Meta Data Management including (may be just includes 
of other DTDs) including: government issued Meta data, Derwent Data and other 
third parties, CML data. User Defined Intellectual Asset Meta data, etc. 

Intellectual asset Data Transaction Data Exchange with ERP Systems, 

Docket Systems, Licensing Systems, etc. 

Reporting and Visualization of Intellectual Asset Meta Data 

Relating Intellectual asset Meta data to other relevant corporate and 
business data 

Direct presentation of CPML documents to the TIBCO data exchange 
wire format conrmunication layer and others. 



Automatically updating clients or players with new patent information. 
The intellectual asset data and processing exchange function 210 of the 
present invention is described next. 
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B. Intellectual Asset Data and Processing Exchange Function 

A powerful aspect of XML and the CPML DTD 702 of the present 
invention (which conforms to XML) is the ability to define data exchange rules 
and formats for various types of transactions. See, for example, FIG. 6. There 
are many e-commerce data exchange initiatives that include SET, JEPI, 
CommerceNet, Cyber Cash, Millicent, OFX, XML/EDI. An SGML based 
initiative that is a superset of all of the above is the Open Financial Exchange 
protocol (OFX). 

OFX is an SGML-based initiative that allows electronic commerce 
technologies to co-exist and interoperate. OFX aims to smooth the path towards 
the development of a pervasive retail trade infrastructure on the Internet. OFX 
supports formats and specifies rules concerning the following activities: 

Offers of Sale 
Agreements to Purchase 
Payment 

Transfer of goods and services 

Delivery 

Receipts 

Problem Resolution 



The CPML DTD 702 supports formats and rules concerning the functions 
performed by intellectual asset data and processing exchange function 210. 




wo 00/60496 



PCT/USOO/09427 



-35- 

C. Presentation Function 

Presentation function 215 of the present invention is responsible for 
specify the format of any output to the user. In an embodiment of the present 
invention, presentation function 215 uses cascading style sheets to format the 
output of CPML intellectual asset documents. Cascading style sheets, or style 
sheets in general, are well known in the relevant art(s). Therefore, only a brief 
overview will be provided next. 

In general, a style sheet is a file or form that defines the layout of a 
document. When you fill in a style sheet, you specify such parameters as the page 
size, margins, and fonts. Style sheets are useful because you can use the same 
style sheet for many documents. For example, you could define one style sheet 
for patents, another for patent prosecution, and a third for trademarks, and so 
forth. Style sheets are also called templates. 

More specifically, cascading style sheets can separate the formatting 
information from the body of documents, storing it separately in a STYLE 
element or a separate document. In addition, in-line styling, using a STYLE 
attribute to indicate formatting for particular elements, is also available. The 
“cascading” refers to the ability to combine multiple style sheets and in-line 
styling, simplifying the task of creating master templates and then making 
modifications as needed. Cascading style sheets uses the document structure as 
a framework, which is then annotated with formatting information and displayed 
(or printed, or read, or presented somehow) by an application, typically a Web 
browser. 
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D. Administration Function 

Administration function 230, among other things, allows for an 
administrator to control which users have access to IP AM server 105, intellectual 
protocol system 110 and/or intellectual asset database 135. 

IX. General System Operation 

The manner in which users may navigate through the functional modules 
and features provided by intellectual asset protocol system 110 will now be 
described. Intellectual asset protocol system 1 10 (via front end system 113) may 
be accessible by a user directly on a desktop computer, via a World Wide Web 
page over the Internet (i.e., through on-line services), or accessible via an Intranet. 
In an alternative embodiment, intellectual asset protocol system 1 1 0 (via front end 
system 113) may be accessible via telephone services or the like. It should be 
understood that the control flows described are for example purposes only. 
Intellectual asset protocol system 1 10 of the present invention is sufficiently 
flexible and configurable such that users may navigate through system 1 10 in ways 
other than that described. 

FIG. 1 1 depicts one example of the high level operation of the functions 
of intellectual asset protocol system 110. Other high level operations with be 
described below with reference to HGs. 14 and 15. Referring to FIG. 11, 
flowchart 1100 starts at step 1102. In step 1 102, the intellectual asset protocol 
function 205 receives (via front end system 113) a CPML intellectual asset 
document. Control then passes to step 1104. 

In step 1104, the intellectual asset protocol function 205 processes the 
received intellectual asset document with the appropriate DTD in the CPML DTD 
702 (FIGs. 7A-7C). Here, the CPML DTD 702 is used to parse and extract 
desired data from the intellectual asset document. Control then passes to step 
1106. 
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In step 1106, the presentation function 215 is invoked to format and 
display information in the intellectual asset document. As described above, in an 
embodiment of the present invention, cascading style sheets may be used to format 
the output of the presentation function 215. At this point, flowchart 1 100 ends. 

Step 1104 of flowchart 1100 is further described with reference to 
FIG. 12. Referring to FIG. 12, control starts in step 1202. In step 1202, the 
intellectual asset protocol function 205 determines where the data in the 
intellectual asset document needs to be reformatted. If so, the intellectual data 
and processing exchange function 210 is invoked to reformat the data. Control 
then passes to step 1204. 

In step 1204, based on the particular type of intellectual asset document 
received, the protocol function 205 refers to the CPML DTD 702 to determine 
which DTD in the CPML DTD 702 to use (assuming the CPML DTD 702 
contains multiple DTDs). Control then passes to step 1206. 

In step 1206, the protocol function 205 refers to the CPML DTD 702 to 
parse and extract information from the intellectual asset document. Control then 
passes to step 1208. 

In step 1208, it is determined whether the intellectual asset document 
conformed to the CPML DTD 702. If the outcome is positive, then control 
passes to step 1106 (FIG. 11). Otherwise, control passes to step 1210. 

In step 1210, the protocol function displays parsing errors (via front end 
server 1 13) to the user. FIG. 12 ends at this point. 

Step 1106 of flowchart 1100 is further described with reference to 
FIG. 13. Referring to FIG. 13, control starts in step 1302. In step 1302, the 
presentation function 215 determines whether the IPAM server 105 (FIG. 1) 
needs to be invoked to provide the requested information to the user. Control 
then passes to step 1304. 

In step 1304, the prevention function 215 uses the extracted data and/or 
any data received from the IPAM server 105 with a cascading style sheet to 
produce the desired output for the user. It is possible to select and use different 
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style sheets depending on the task that is being performed (so as to display 
different sets of information and/or to display or exchange information in formats 
that are useful for the task being performed). If the output desired by the user 
requires the data to be reformatted, then the data and processing exchange 
function 210 is invoked to format the data in the correct form. FIG. 13 ends at 
this point. 

As stated above, FIG. 1 1 depicts one example of the high level operation 
of the functions of intellectual asset protocol system 110. FIGs. 14 and 15 depict 
another example of the high level operation of the functions of intellectual asset 
protocol system 1 10, which will be described next. The CPML DTD 702 
supports a number of transactions. For example, embodiments of the CPML DTD 
702 support automatic update of client information. This feature of the invention 
is illustrated in a flowchart 1402 shown in FIG. 14, and a corresponding event 
trace diagram 1502 shown in FIG. 15. Referring to FIG. 14, control starts at step 
1404. 

In step 1404, a host 1504 provides patent information and patent related 
information to a client 1506 via a CPML document 1508. The CPML document 
1508 is a representation of U.S. Patent No. 5,832,229. The CPML document 
1508 includes information related to this patent, such as the information indicated 
in FIGS. 7A-7C. The CPML document 1508 also includes version information, 
which is part of the CPML DTD in the embodiment being discussed. In the 
example of FIG. 15, the version is VI . This version information is used to update 
the client 1506 when information changes, as described below. Control then 
passes to step 1406. 

In step 1406, patent information and/or patent related information 
changes. For example, a patent may be reclassified, the assignee may change, the 
inventive entity may change, a post issuance document may be added, etc. These 
changes are represented in FIG. 15 as 1512. Control then passes to step 1408. 

In step 1408, the IPAM databases in the host 1504 are modified to reflect 
thesechanges 1512. The host 1504 may receive the changes 1512 from a variety 
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of sources, such as Cassis, USPTO Gazette, etc. A new version number (V2) is 
assigned to U.S. Patent No. 5,832,229. Control then passes to step 1410. 

In step 1410, the client 1506 is automatically updated with the 
new/changed information associated with the new version number V2. This may 
be implemented, for example, by checking the version number of documents 
represented at the client 1506. This check would indicate that the client 1506 had 
version VI of U.S. Patent No. 5,832,229. The host 1504 would know that the 
current version of the document was V2. Accordingly, the host 1504 would send 
V2 of U.S. Patent No. 5,832,229 to the client as CPML document 1514. The 
new CPML document 1514 would be used at the client 1506 to automatically 
update its version of U.S. Patent No. 5,832,229. Flowchart 1402 in HG. 14 ends 
at this point. 



X. Inputting Data From XML and Non-XML Documents 

As mentioned above, IPAM server 105 can operate with XML documents 
and non-XML (e.g. EQV) documents. This is illustrated, for example, in FIG. 16. 

An XML server 16 10 receives XML input 1602, such as XML documents. 
The XML server 1610 automatically extracts structured information from the 
XML input 1602, and stores the structured information in the IPAM/Enterprise 
databases 1612. There are commercially available XML servers available today, 
such as EXCELON. Any such XML servers can be used with the present 
invention. 

The invention can also work with non-XML data. A parser 1606 receives 
non-XML input 1 604, which may be a non-XML document. The non-XML input 
1 604 is formatted in some manner . The parser 1 606 knows the format of the non- 
XML input 1604, either by preprogranuning or on-the-fly analysis. The parser 
1606 extracts information from the non-XML input 1604 and generates XML 
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documents or data. In the case where XML documents are generated, the 
documents are sent to the XML server 1610 for processing. In the case where 
data is generated, the data is stored in the IPAM/Enterprise databases 1612. 

XL Electronic Document Order and Download DTD 



As noted above, the CPML DTD 702 (FIG. 7A-7C) supports electronic 
data exchange/transfer and IP-related transactions. See, for example, FIG. 6. For 
example, and without limitation, the invention supports an electronic document 
order and download protocol DTD, an example of which is shown in FIGS. 17A- 
17C. This DTD can be used to electronically order a document, track the order, 
and fill out the order. The DTD of FIGS. 17A-17C can be a part of the CPML 
DTD 702, or can be separate from the CPML DTD 702. 



Xn. Alternative Embodiment of the Intellectual Asset Protocol of the 

Present Invention - SPML (SmartPatents Markup Language) 

The invention is directed to alternative patent markup language 
embodiments. One such alternative embodiment is called SPML (SmartPatents 
Markup Language). 

The format of CPML documents is specified by the CPML DTD 702 
(FIGs. 7A-7C). In contrast, the format of SPML documents is specified by 
SPML-specific processing (i.e., computer programs that process SPML 
documents). The end effect is generally the same. 

The translation from DTD-specified documents to processing-specified 
documents, and vice versa, will be apparent to persons skilled in the relevant art(s) 
based on the teachings contained herein. For example, the translation from the 
processing of SPML to a DTD will be apparent to persons skilled in the relevant 
art(s) based on the herein teachings. The general format of a SPML file contains 
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a document header, bibliographic data, and formatted document text. Prior to 
discussing the details of the SPML of the present invention, an example 
embodiment of a model used for the SPML will be described. 

FIG. 18 illustrates an example embodiment of a model 1800 used for the 
SPML of the present invention. Objects in model 1 800 are either referred to as 
a container or a leaf. Containers can contain leafs, or containers can contain more 
containers. Therefore, each container limits or restricts the types of objects (e.g., 
containers or leafs) that can be contained in them. Referring to FIG. 18, 
containers consist of Document 1808, Section 1810, Paragraph 1812 and Line 
1814. Leafs consist of DocumentComposite 1801, Text 1802, PageBreak 1804, 
VertSpace 1806,BibItem 1816, BibListOf 1818,BibSection 1820,BibDate 1822, 
BibNumber 1824, and BibText 1826. How each of the containers and leafs are 
defined is discussed next. 

As stated above, the general format of a SPML file contains, for example, 
a document header, bibliographic data, and formatted document text. Referring 
again to FIG. 1 8, document 1808 is used to model the document header. Bibitem 
1816, BibListOf 1818, BibSection 1820, BibDate 1822, BibNumber 1824, and 
BibText 1826 is used to model the bibliographic data. Finally, Section 1810, 
Paragraph 1812, Line 1814, Text 1802, PageBreak 1804, VertSpace 1806 are 

used to model the formatted document text. Each of these are discussed in detail 
below. 

It is noted that the invention is not limited to these elements. The elements 
and configurations described herein are provided for example purposes only. 
Other elements and configurations will be apparent to persons skilled in the art 
based on the herein teachings. 

A. Document Header of the SPML File 

The first line in the document header is a tag that denotes the document 
type as SPML. This tag is: “spDoc” for the default document type of patent. 
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The second line in the document header is the major version number of the 
SPML contained in the file. 

The third line of the document header is the minor version number of the 
SPML contained in the file. The major and mine version number may be used in 
the document builder to swap in the correct SPML parser. Checksum and file size 
is not added to the header if it is desirable to edit the raw SPML by hand at a later 
time. 



B. Bibliographic Data of the SPML File 

The bibliographic data section may contain, but is not limited to, the 
following items: a string of text (related to BibText 1826), an integer number 
(related to BibNumber 1824), a date (related to BibDate 1822), a section of 
formatted text (related to BibSection 1820), and a list of any of these mentioned 
bibliographic items (related to BibListOf 1818). Each of these are described in 
more detail below. 



1. BibText 

The format of data in BibText 1826 is: 

T9, Inventor Last Name, 1, Smith. 

The first comma delimited field is the tag and contains the following information: 

1) The “T” identifies the line as containing a BibTextItem. 

2) The number following the tag is a type id that tells what kind of text item 
it is. These types are mapped to the known patent text elements (e.g., the 
text type id of “1" is a text item that is the patent number, and the text 
type id of “9" is a text item that is an inventor first name), and user define 
bibliographic text items will be given a' unique type id. 

The second comma delimited field is the Name and contains the following 
information: 
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1) The name given to the text item (e.g., “Patent Number” or “Inventor Last 
Name”). This field will most likely be empty for known patent types (the 
information can be determined from the type id) and contain data for user 
defined bibliographic text items. 

The third comma delimited field is the Style Index and contains the following 
information: 

1) The index of style to be used when displaying the text item (e.g., a style 
index of “1 " means that the text item is to be displayed in normal 9 point 
Times Roman). 

The fourth comma delimited field is the data and contains the following 
information: 

1) A string containing the actual text data. 



2. BibNumber 

The format of data in BibNumber 1824 is: 

N5, Number of claims, 16. 

The first comma delimited field is the tag and contains the following information: 

1) The “N” identifies the line as containing a BibNumber. 

2) The number following the tag is a type id that tells what kind of number 
item it is. These types are mapped to the known patent number elements 
(e.g., the number type id of “5" is a number item that is the number of 
claims the patent has), and user defined bibliographic number items will be 
given a unique type id. 

The second comma delimited field is the Name and contains the following 
information: 

1) The name given to the number item (e.g., “Number of claims”). This field 

will most likely be empty for defined bibliographic text items. 
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The third comma delimited field is the data and contains the following 
information: 

1) An integer value that is the data. 

3. BibDate 

The format of data in BibDate 1822 is: 

Dl, Application date, 7 11 1985. 

The first comma delimited field is the tag and contains the following information: 

1 ) The “D” identifies the line as containing a BibDate. 

2) The number following the tag is a type id that tells what kind of date item 
it is. These types are mapped to the known patent date elements (e.g., the 
date type id of “1 " is a date item that is the application date of the patent), 
and user defined bibliographic date items will be given a unique type id. 

The second comma delimited field is the Name and contains the following 
information: 

1 ) The name given to the date item (e.g., “Application date”). This field will 

most likely be empty for known patent types (the information can be 
detemuned from the type id) and contain data for user defined 
bibliographic text items. 

The third comma delimited field is the data and contains the following 
information: 

1) A month, day and year separated by spaces. 

4. BibSection 

The format of data in a Section item (e.g., BibSection 1820) is similar to 
the formatted text sections of the document text. Only the notable differences will 
be given here to avoid difficulties in maintaining the same information in two 
places. The tag for a bibliographic section is “B” instead of “S”. 
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5. BibUstOf 



The format of data in BibListOf 1818 item is: 
LI, BibliographicData 
bib items {including other lists) 



The first common delimited field is the tag and contains the following information: 

1) The “L” identifies the line as starting a BibListOf. 

2) The number following the tag is a type id that tells what kind of list item 
it is. These types are mapped to the known patent list elements (e.g., the 
list type id of “2" is a list of inventor list items. The type id of “3" is a list 
of all of the items that make up an inventor such as a BibText item for the 
first name and another for the last name), and user defined bibliographic 
list items will be given a unique type id. Note that the list type if of “1 " is 
a special type of list that all documents must have this is the list that 
contains all other bibliographic items that the document has. 

The second comma delimited field is the Name and contains the follow 

information: 

1 ) The name given to the list item (e.g. , “Bibliographic Data”, “Inventor list”, 

or Inventor item’ ). This field will most likely be empty for known patent 
types (the information can be determined from the type id) and contain 
data for user defined bibliographic text items. 

The final part of the data in BibListOf 1818 is the end tag: 

1) Since a list can be nested, an end tag is needed to mark the end of a list. 
This end tag is “~” on a line by itself. The end tag marks the end of the 
most recent list. For example: 

LI, Bibliographic Data 
L2, Inventor list 



//this ends the Inventor list 
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//this ends the Bibliographic Data list 

C. Formatted Document Text Data of the SPML File 

The formatted document text data section may contain, but is not limited 
to, the following items: sections containing one or more paragraphs (related to 
Section 1810), paragraphs containing one or more lines (related to Paragraph 
1812), lines containing one or more text sequences (related to Line 1814), text 
sequences containing one or more characters (related to Text 1802), page breaks 
(related to PageBreak 1804), vertical spaces (related to VertSpace 1806), and 
special characters (not shown in FIG. 18). Each of these are described in more 
detail below. 



1. Section 

The format of data in Section 1810 is: 

SI, The Hrst section of the document 
paragraph data 

The first conuna delimited field is the tag and contains the following information: 

1) The “S” identifies the line as starting a Section. 

2) The number following the tag is a type id that tells what kind of section it 
is. These types are mapped to the known patent sections, and user defined 
sections items will be given a unique type id. 

The second comma delimited field is the Name and contains the following 
information: 

1 ) The name given to the Section (e.g., “Summary of the Invention”). This 

field will most likely be empty for known patent types (the information can 
be determined from the type id) and contain data for user defined 
bibliographic text items. 
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2) There is no need for an end tag since sections cannot be nested. 

2. Paragraph 

The format of data in Paragraph 1812 is: 

PI 

line data 

The first comma delimited field is the tag and contains the following information: 

1) The “P” identifies the line as starting a paragraph. 

2) The number following the tag is a type id that tells what kind of 
indentation to use when displaying the paragraph. These types are 
mapped to the known patent indentation styles, and user defined section 
items will be given a unique type id. User defined indentation styles will 
most likely be defined in the header of this document. 

3) There is no need for an end tag since sections cannot be nested. 

3. Line 

The format of data in Line 1814 is simply the text items that make up the 
line of text on a single line in the file: 

<text dataxtext dataxtext data> 

There is no need for a start tag or end tag because the line in the SPML file itself 
is the market for when a line begins and ends. 

4. Text 

The format of data in Text 1 802 is: 

<T0, This is a sample of some text.> 
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The first comma delimited field is the tag and contains the following information: 

1) The “<r’ identifies the line as starting text. 

2) The number following the tag is a type id that tells how the text is to be 
displayed. These types are mapped to the known patent text styles, and 
user defined styles will be given a unique type id. User defined text styles 
(e.g., bold italics 15 point Arial) will most likely be defined in the header 
of the document. 

The second comma delimited field is the data and contains the following 
information: 

1) A string containing the actual text data. 

2) The end of the string of data is marked by the tag, If the character 
“>” needs to be part of the text data it should be represented as a special 
character 

5. PageBreak 

The format of data in PageBreak 1804 is: 

<G> 

No additional information is needed to represent a page break. 

6. VertSpace 

The format of data in VertSpace 1806 is: 

<\height> 

This contains two parts: 

1) A “V” to specify that this is a vertical space tag. 

2) A number specifying a height. One height unit will be equivalent to half 
the height of a line of text. 
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7. SpecialChar 

The format for a special character in a text sequence is: 

-DELTA- 

The name field of the special character is surrounded by and contains the 
following information: 

1 ) A string containing a lookup value to an array that maps special character 

names to special character codes. 

An example format of formatted document text, according to an 
embodiment, of the present invention is as follows: 

SI, The first section of the document 
PI 

<T0, This is a sample of some text.> 

<T0, This is a sample of some text.> 

<T0, This is a sample of some text.> 

PI 

<T0, This is a sample of some texL> 

<T0, This>^l, is a samplexTO, of somexT2, text with style changes.> 

<T0, This is a sample of some text.> 

P5 

<T0, This is a sample of some text.> 

<T0, This is a sample of a special character,-DELTA~, in the middle of a text sequencer 
<T0, This is a sample of some text.> 

<T0, This is a sample of some text> 

S4, The second section of the document 
P2 

<T0, This is a sample of some text.> 

<T0, This is a sample of some text.> 

PI 

<T0, This is a sample of some text.> 

<T0, ThisxTl, is a samplexTO, of somexT2, text.> 
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<T0, This is a sample of some text.> 



D. Streaming Mechanisms of the Present Invention 



10 



15 



20 



Streaming is a technique for transferring data such that it can be processed 
as a steady and continuous stream. Streaming technologies are becoming 
increasingly important with the growth of the Internet 120 (FIG. 1) because most 
users (or clients) do not have fast enough access to download large multimedia 
files quickly. With streaming, the client browser or plug-in can start displaying the 
data before the entire file has been transmitted. 

For streaming to work, the client side receiving the data must be able to 
collect the data and send it as a steady stream to the application that is processing 
the data and converting it to sound or pictures. This means that if the streaming 
client receives the data more quickly than required, it needs to save the excess 
data in a buffer. If the data doesn’t come quickly enough, however, the 
presentation of the data will not be smooth. The present invention provides two 
different streaimng techniques that are used in conjunction with the presentation 
function 215 (FIG. 2). 



As stated above, the presentation function 215 of the present invention is 
responsible for specifying the format of any output to the user. In an embodiment 
of the present invention, presentation function 215 uses cascading style sheets to 
format the output of SPML intellectual asset documents. Cascading style sheets 
provide a CLASS attribute. Developers can use this class attribute to reflect 
categories of content and not just formatting. The present invention combines the 



CLASS attribute of cascading style sheets and the streanaing technique to provide 
two streaming mechanisms including: a template based streaming mechanism and 
a visitation based steaming mechanism. Both mechanisms address how to get the 
SPML files into, and then back out of, memory. The template based streaming 



mechanism will be described first with reference to FIG. 19. Next, the visitation 
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based steaming mechanism of the present invention will be described with 
reference to FIG. 20. 

Referring to FIG. 19, the class of a DocComponentStreamer 1902 acts as 
an adapter to the class of a DocComponent 1904 (also see FIG. 18) so that the 
streaming behavioris moved out of the class of the DocComponent 1904 and into 
the class of the DocComponentStreamer 1902. This allows the DocComponent 
1904 to be streamed in several different ways based on the type of 
DocComponentStreamer 1902 used to adapt the DocComponent 1904. Sample 
code is as follows: 

DocComponentStreamer streamer (DocComponent); 

cout « streamer; 



For the template based streaming mechanism of the present invention, 
macros may be written for every different type of streaming desired that acts like 
an adapter streamer for every type of document component that needs to be 
written. 

Referring to FIG. 20, the visitation based steaming mechanism of the 
present invention will now be described. The class of a StreamingVisitor 2002 is 
accepted by the a virtual method of the class of a DocComponent 2004 (also see 
FIG. 1 8). This allows the visitor to stream the correct information without having 
to cast the DocComponent 2004 to a derived type. All of the streaming behavior 
is moved out of the class of the DocComponent 2004 and into the class of the 
StrearaingVistor 2002. This allow 

s the DocComponent 2004 to be streamed in several different ways based on the 
type of visitor used. Sample code is as follows: 

StreamingVisitor visitor (cout); 
component.Accept (visitor); 




wo 00/60496 



PCT/USOO/09427 



-52- 

E. Adapter Classes of the Present Invention 

The SPML document of an embodiment of the present invention may be 
adapted to different roles through the use of adapter classes. The use of adapter 
classes provides many advantages including: allows different ways of working 
with a SPML document to be encapsulated; different interfaces can be added to 
the present invention without affecting other existing interfaces; prevents a bloated 
document interface; and allows client code to choose the role that the SPML 
document plays, and how it can be used. FIG. 21 illustrates an abstract view of 
how applications may use different adapters in order to work differently with the 
same SPML document. 

Referring to FIG. 2 1 , an application 2 1 02 utilizes an adapter 2 1 06 to work 
with a SPML document 2112 in one way and utilizes an adapter 2108 to work 
with the same SPML document 21 12 in a different way. An application 2104 
utilizes an adapter 2110 to work with the same SPML document 2112 as 
application 2 1 02 in yet a different way . A concrete view of how applications ma y 
use different adapters in order to work differently with the same SPML document 
will be described next. 

FIG. 22 is an example concrete view of how applications may use different 
adapters in order to work differently with the same SPML document. In FIG. 22, 
a PagTool 2202, a PaginatorlD 2204, a DocumentRepository 2206, an 
ImageRepository 2208, aPaginator 2210, a Document 2212, aCanonimage 2214 
and a Statistic 2216 are shown. PagTool 2202 acts as the facade for the domain 
in the absence of a paginator. PaginatorlD identifies a paginator. The ID is used 
to log on and detemoine who generated what statistics. DocumentRepository 
2206 identifies a location where SPML files or documents can be found. 
Imagerepository 2208 identifies a location where CAN files can be found. 
Statistic 2216 contains information about when a paginator logs on, logs off, 
opens a file, saves a file, or completes a pagination of a file. Canonimage 2214 
represents the image data that serves as the basis for formatting information. 
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Document 22 12 contains the text data with formatting information. This is a text 
version of the Canonimage 2214. Finally, Paginator 2210 modifies the formatting 
information of a document. Paginator 22 1 0 can insert and/or remove page breaks 
and line breaks, edit figure references, and edit the number of bib pages. 

5 XIII. Conclusion 

While various embodiments of the present invention have been described 
above, it should be understood that they have been presented by way of example, 
and not limitation. It will be apparent to persons skilled in the relevant art that 
various changes in form and detail may be made therein without departing from 
0 the spirit and scope of the invention. This is especially true in light of technology 

and terms within the relevant art(s) that may be later developed. Thus, the present 
invention should not be limited by any of the above-described exemplary 
embodiments, but should be defined only in accordance with the following claims 
and their equivalents. 
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What is Claimed Is: 

1 . A system for enforcing the standardization of data exchange for 
intellectual asset data objects, comprising: 

a database having stored therein at least one intellectual asset 
protocol, wherein said at least one intellectual asset protocol defines at least one 
data exchange set of rules and formats for a type of intellectual asset data object; 
and 

at least one engine, wherein said at least one engine determines 
whether an intellectual asset data object of said type conforms to said intellectual 
asset protocol. 
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FIG.5 



CUENT 1 



CPML DOCUMENTS 
(ANNOTATIONS, FINANCIAL 
TRANSACTION, TECHNOLOGY 
EXCHANGE, DOCKETING, ETC.) 



CUENT 2 



FIG.6 



SUBSTITUTE SHEET (RULE 26 ) 
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<! — 

APML version 0.1 
Author: Mott Schnitz 



The gool of vO.1 to include text structure and ol 
present in the IPAM v6.0 dotobose ond indexes. 

<! — 



bibi iogrophic togs 



Definition of the Potent DXTYPE tog. 

The gross structure of on APML document: 

-Patent 
-Identity 
-BibI iogrophy 
-Description et ol 
-Claims 

Normal izot ions 

-GUlD’s always obey the Aurigin GUID convention 



<! ELEMENT Patent (Bibliography, 

Abstract, 

UnstructuredBibi I iogrophy?, 
BriefSummoryOf Invention?, 
Descript ionOfDrowings?, 
DescriptionOf Invention, 

Claims) > 

<!ATTLIST Potent 




<! — 



MojorVer (0l1|2|3|4|5|6 
I 7 I 8 I 9 ) ijIREQUIRED 
MinorVer (0|1|2|3l4|5|6 
I 7 I 8 I 9 ) ^REQUIRED 
GUID ID ^REQUIRED 




Normalized togs 

This DTD has o common set of togs that appear in many 
ploces. These "normolized togs" promise o given doto 
normol izotion when they oppeor. 

-Date’s ore olwoys of the form YYYYMMDD. 

-PubOrg’s ore only o I lowed to be those found 
in WIPO Stondord 3 

-Kind’s obey the Aurigin Naming Convention 
-Num’s ore always purely numeric 
-entry’s ore only ol lowed to be 
ISO-specified countries 



FIGJA 



SUBSTITUTE SHEET (RULE 26 ) 
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<!ELEMENT Dote (|jlPCDATA)> 
<!ELEMENT PubOrg (|jlPCDATA)> 
<! ELEMENT Kind (|5!PCDATA)> 
<! ELEMENT Num (#PCDATA)> 
<!ELEMENT Cntry (#PCDATA)> 

<! - 







705 



J 



Common togs ond entities 

(i.e. togs thot oppeor in more thon one ploce but ore not normolized) 



TODO: Whot else should oppeor in the common text? 

Bold? Superscript? 

<! ENTITY %commontext "(jjfPCDATA)"> 

<! ELEMENT P %commontext;> 

<!ATTLIST P Id ID #REQUIRED> 

<! — 

Bibliogrophy togs 

Despite the foct thot it is inoppropriote to orronge them like 
this in octuol documents. I’ve orronged the bibi iogrophic togs 
into oreos in here for convenience. 

-Identi tiers 

-References to Other Documents 
-Legolities (i.e. doto thot reinforces the 
ossignee's right to monopoly) 

-Clossifi cot ions 
-MIsc. 

They moy hove further decomposition. 




<!ELEMENT Bibliogrophy ( 
Title, PubNo , AppNo , 



PotentRef ♦, 



FilingDote, IssueDote?, PubI icotionDcte?. 

Co Icul otedExpi rot ionDote? , Assignee*, Inventor*, 
Priority*, DesignotedStotes, 

IPC*, USCIoss i f icot ion* , 




Pub I i cot ionLonguoge , NumCloims?, NumDrowingPoges?, 
NumFigures?, 



NumSpecPoges? 

)> 



FIG.7B 
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Bibliography: Identifiers 
-AppNo is currently unnormalized, and with good 
reason. There ore hundreds of different 
opplicotion number formats. 

--> 

<! -- 

This "xml: space" thing is a trick to make 
the XML porser preserve the whitespace of the tag. 

--> 

<!ELEMENT Title %commontext;> 

<!ATTLIST Title xmlrspoce (preserve|defoul t) "preserve"> 

<!ELEMENT PubNo (PubOrg, Kind, Num)> 

<!ELEMENT AppNo (#PCDATA)> 

<! - 

Bibliography: References to other documents 

The patent ref is expected to contoin a GUID that 
obeys the some convention as Potent’s GUID attribute 

"> 

<!ELEMENT PatentRef (#PCDATA)> 

<! — 

Bibliography: Legalities 

— > 

<! ELEMENT Fi I ingDote (Date)> 

<!ELEMENT IssueDote (Dote)> 

<!ELEMENT PubI icot ionDote (Dote)> 

<!ELEMENT ColculatedExpirotionDote (Dote)> 

<! — 

-Inventor should be Last Name, First Name if you con ^ 
orronge it 

<! ELEMENT Assignee (#PCDATA)> 

<!ELEMENT Inventor (jjiPCDATA)> 

<! — 

J 

-> 

<!ELEMENT Priority (Dote, AppNo, PubOrg)> 

<!ELEMENT DesignatedStates (Cntry+)> 

FIG.7C 

SUBSTITUTE SHEET (RULE 26) 
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Bibliography: Classifications 

-> 

<! -- 
I PC 



9/45 



■N 

Edition number and pr imary/secondory ossumed by processing softwore if 
not supplied. Suggested meonings: edition 6 by defoult, first IPC listed 
is the primary IPC. 

-> 

<!ELEMENT IPC (Section, Closs, Subclass, Group, Subgroup)> 

<!ATTLIST IPC edition NMTOKEN flMPLIED 



prim 

<!ELEMENT Section 
<! ELEMENT Closs 
<!ELEMENT Subclass 
<! ELEMENT Group 
<! ELEMENT Subgroup 
<! — 

US Clossif icatii 



(Y|N) #IMPLIED> 
(#PCDATA)> . 
(Num)> 

(#PCDATA)> 

(#PCDATA)> 

(jSiPCDATA)> 




The "class" of US Class being used is assumed if not 
supplied. Suggested meoning: Original by default. 



--> 

<! ELEMENT USCIossif ication (USCIoss, USSubcloss, USSuffix)> 

<!ATTLIST USCIossif i cot ion 

class(Originol|Xref|Unofficial|Digest) ij!IMPLIED> J 

<!ELEMENT USCIoss (#PCDATA)> 

<! ELEMENT USSubcloss (#PCDATA)> 

<!ELEMENT USSuffix (j|!PCDATA)> 



BibI iography: Misc. 

-xml: long must, of course, conform to the XML standard. 



”> 

<!ELEMENT PubI icotionLanguage (|PC0ATA)> 

<!ATTLIST PubI icotionLanguage xml: long NMTOKEN #REQUIRED> 
<! ELEMENT NumCloims (Num)> 

<! ELEMENT NumDrowingPoges (Num)> 

<! ELEMENT NumFigures (Num)> 

<! ELEMENT NumSpecPoges (Num)> 

FIG.7D 

SUBSTITUTE SHEET (RULE 26) 
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<! ” 10/45 

Abstract 

— > 

<!ELEMENT Abstroct (P*)> 

<!ATTLIST Abstract xmhspace (preserve|defaul t) ''preserve"> 
<! — 

Unstructured BibI iograpy -s 




Necessary for a variety of reasons, most notobly: 
-Prevents us from structuring all the ugly bib 
dote in US Green Book. 



-We need it if we wont XML2EQV and don't hove 
^oll the bib dole necessory to "render" the front poge informolion 

<!ELEMENT UnstructuredBibI iography (#PCDATA)> 

<!ATTL1ST UnstructuredBibI iogrophy 

xmkspoce (preserve|defaul t) "preserve” 
xml : long NMTOKEN #REQUIRED> 

<! -- 

^Brief Summary of the Invention 

<! ELEMENT Br ief Summer yOf Invention (P*)> 

<!ATTLIST Br ief Summer yOf Invent ion 

xmlispoce (preserve|defaul t) "preserve” 
xml .-long NMTOKEN #REQU I RED> 

Brief Description of the Drowings 

<!ELEh€NT Descr ipt ionOfDrawings (P*)> 

<!ATTLIST Descr ipt ionOfOrowings 

xmlispoce (preserve [default) "preserve" 
xml: long NMTOKEN #REQUIRED> 





Detailed Description of the Invention 

— > 



<!ELEMENT Descr ipt ionOf Invention (P*)> 

<!ATTLIST Descr ipt ionOf Invention 

xmhspace (preservejdefault) "preserve" 
xml: long NMTOKEN j!IREQUIRED> 




Claims 

"> 

<!ELEMENT Claims (Cloim|P)*> 

<!ATTLIST Claims xmhspoce (preserve|defoull) "preserve 
xml : I ang NMTOKEN j^REQUIRED> 

<! ELEMENT Claim %commontext ;> 

<!ATTLIST Cloim id ID #REQUIRED> 




SUBSTITUTE SHEET (RULE 26) 




wo 00/60496 



PCT/USOO/09427 



<?xml vers ion=”l .0’’?> 

<!D0CTYPE Potent SYSTEM ”APML_vO. 1 ,DTD”> 

<Potent MojorVer="0" MinorVer=”l" GUID=’’BP00UUUS3653663"> 

<Bibl iogrophy> 

<Title xml :spoce="preserve">SPHERICAL SHELL GAME APPARATUS HAVING 
INTERNAL CUPS AND A FREELY MOVEABLE BALL</Title> 

<PubNo> 

<P ubOr g>US</Pu bOr g> 

<Kind>UU</Kind> 

<Num>3653663</Num> 

</PubNo> 

<AppNo>846329</AppNo> 

<PotentRef>BP00UUUS2100898</PalentRef> 

<Fi I ingDote> 

<Date>1969O73K/0ate> 

</Fi I ingDote> 

<IssueDote> 

<Dote>19720404</0ote> 

</IssueDote> 

<ColculatedExpirot ionDote> 

<Dote>19990404</Date> 

<CalculatedExpirationDote> 

<Ass ignee>Soid Kinberg, by sold Moyer</Assignee> 
<Inventor>Kinberg, Benjomin</Inventor> 

<Inven.tor>Moyer, Richard J.</Inventor> 

<Des ignatedStotes> 

<Cn t r y >US</Cn t r y> 

</Des i gnatedStates> 

<IPC> 

<Sec t i on>A</Sec t i on> 

<Closs> 

<Num>63</Num> 

</Class> 

<Subc I ass>f </Subc I oss> 

<Group>906</Group> 

<Subgroup></Subgroup> 

</>pc> FIG.8A 
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</IPC> ^2/45 

<USCIassi f icotion class="0r iginol "> 

<USC1oss>273</USCIqss> 

<USSubc I oss>96</USSubc I ass> 

<USSuffix>R</USSufflx> 

</USCIossi f ication> 

<USCI ass if icotion closs="Xref ”> 

<USCIoss>273</USCIass> 

<USSubc I oss>l 15</USSubc I ass> 

<USSu f f i xX/USSu f f i x> 

</USCIassi f ication> 

<USCI ass i f icotion closs="Xref "> 

<USC I oss>273</USC I ass> 

<USSubc I oss>95</USSubc I ass> 

<USSuffix>R</USSuffix> 

</USCIassi f icotion> 

<Publ icationLanguoge xml : lang=“en”/> 

<NumCloims> 

<Num>8</Num> 

</NumC 1 0 i ms> 

<NumDrowi ngPoges> 

<Num>K/Num> 

</NumDraw i ngPages> 

<NumF igures> 

<Num>2</Num> 

</NumFigures> 
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<BriefSummoryOf Invention xml :space=”preserve" xml : lang="en"> 

<P id=“Pr><? format centered?>FIELD OF THE INVENTI0N</P> 

<P id="P2">The present invention relates to games, and more particularly 
to 0 game of skill .</?> 

<P id="P3"><? format centered?>SUMMARY OF THE INVENT I0N</P> 

<P id="P4”>An object of the present invention is to provide o game which 
requires a high degree of skill.</P> 

<P id="P5">Another object is to provide such a game which is amusing to 
children ond adults.</P> 

<P id=’’P6">Another object is to provide such a game which is ottroctive 
in appearance.</P> 

<P id= P7 >Another object is to provide such a gome which is sturdy in 
construct ion. </P> 

<P id= P8 >A further object is to provide such o gome which con be 
fabricated in a simple ond economical manner. </P> 

<P id="P9">0ther ond further objects of the invention will be obvious 
upon on understanding of the illustrative embodiment about to be 
described, or will be indicoted in the oppended claims, and various 
odvontoges not referred to herein will occur to one skilled in the art 
upon employment of the invention in practice. </P> 

<P id= P10 >In occordance with the present invention, the foregoing 
objects ore generally occomplished by providing a gome which comprises a 
hollow transparent sphericol shell, a loose ball confined with the shell, 
and a plurality of spaced cups secured to the inner wall of the shell, 
one of the cups hoving o side opening for odmitting the boll at the 
starting point. </P> 

</Br ief Summer yOf Invent ion> 

<DescriptionOfDrawings xml :space="preserve" xml : lang="en"> 

<P id=Vir><? format centered?>BRIEF DESCRIPTION OF THE DRAWING</P> 

<P id="P12”>FIG. 1 is an elevational view of the shell looking 
horizontolly at the outer end of the cup provided with the side 
opening.</P> 

<P id= P13 >FIG.2 is o sectional view of one of the other cups token 
along the line 2-2 on FIG.1.</P> 

</Descr ipt ionOfDrowings> 

<Descr ipt ionOf Invent ion xml :space="preserve" xml : long="en"> 

<P i d= "P 14 "><? format centered?>DESCRIPT10N OF THE PREFERRED 
EMB0D1MENT</P> 

<P id= P15 >Referring now to the drawing in detail, there is shown a gome 
in occordance with the present invention which generolly comprises a 
hollow transporent sphericol shell 10, o loose ball 11 confined within 
the shell, and a plurality of cups secured to the Inner wall of the 

she 1 1 .</P> 
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<P id= P16'>For exomple, eight cups 12 ore provided which ore identified 
by numerols 1 thru 8 which are arranged in consecutive order. Consecutive 
letters of the alphobet could be employed instead of numerals. 

Preferably, the numerols are on the shell 10 ot the base of the cups 12 
ol though they could be on the cups. As shown in FIG. 2. the cups ore 
flared towards the center of the shell and are frusto-conical in shape. 

The cups ore open at the outer end thereof ond the inner wall of the shell 
provides a closure for these openings.</P> 

<P id="P17">The shell 10 is formed of two hemi-spher icol sections ond 
four cups 12 are adhesively or otherwise secured to each shell section. 
Thereafter, the boll 11 is deposited in one of the shell sections and 
shell sections ore secured to each other. </P> 

<P id= P18 >The cup identified by the numeral 1, which is the storting 
point of the game, hos o side opening 14 for admitting the ball 11 by 
rolling the boll from the inner woil of the shell 10 through this 
opening.</P> 

<P id= P19 >The shell 10 has indicia thereon such os V-shaped marks or 
orrows 15 for indicating the direction from one cup to the following 
numbered cup, that is, from cup 1 to cup 2, from cup 2 to cup 3, and so 
forth. </P> 

<P id= P20 >The cups 2 may be spaced evenly, but preferobiy are spaced 
unevenly to moke the game more difficult to be ployed. For exomple, as 
shown, the distance between cups 2 and 3 is greater than the distance 
between cups 1 and 2.</P> 

<P id= P21 >The game is ployed by rolling the boll 11 into cup 1 and then 
attempting to transfer the boll to cup 2 by tilting the shell in the 
proper angle and at the proper momentum. The player then attempts to 
transfer the boll from cup 2 to cup 3 and so on. If a cup is missed, the 
bol I must be returned to cup 1 ond the gome must be restarted. This mokes 
the game frustrating and requires a high degree of skill to ploy the some 
from cup 1 to cup 8 without o miss. When the game is played by more than 
one person and the first person misses, then the next person has o 
chance. This is continued until one person completes the gome without a 
miss.<\P> 

<P id="P22"><? format centered?>SUMMATION</P> 

<P id= P23 >From the foregoing description, it will be seen that the 
present invention provides on interesting, fascinating and frustrating 
game which con be played by one or more per sons. </P> 

</Descr ipt ionOf Invent ion> 
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<Claims xml :spoce="preserve” xml : long="en"> 

<P id="P24">We cloim:</P> 

<Cloim id = "C1">A gome comprising a hollow transparent spherical 
she 1 1 , 0 loose bal I conf ined within said she 1 1 , and a plurol i ty of spaced 
apart cups having their bases secured to the inner wall of said shell so 
that the boll may be consecutively tronsferred from cup to cup by 
gravity, each transfer being effected by imparting a tilting motion to 
soid shell, one of soid cups having on opening in its side for admitting 
said bal I .</Claim> 

<Cloim id = "C2”>A gome occording to cloim 1, wherein said cups 
ore mounted directly to the inner woll of said shel I .</Cloim> 

<Cloim id = "C3">A game according to cloim 2, wherein said cups 
are flared outwardly towords the center of said shel I .</Cloitn> 

<Claim id = ”C4">A game according to cloim 2, wherein said cups 
ore spoced unevenly.</Cloim> 

<Cloim id = "C5”>A game according to claim 2, wherein said cups 
ore identified by numerals arranged adjacently in consecutive 
order.</Cloim> 

<Claim id = "C6">A game according to claim 5, wherein said 
numerols are on said shell at the base end of said cups.</Claims> 

<Claim Id = "C7">A game according to claim 5, wherein said shell 
has indicia for indicating the direction from one cup to the following 
numbered cup.</Cloim> 

<Cloim id = "C8">A gome according to claim 5, wherein the cup 
identified by the lowest numerol is said cup having soid side 
opening.</Cloim> 

</Claims> 

</Patent> 
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[72] Inventor(s) 
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[54] Title 

A ROTOR FOR TURBOMOLECULAR PUMP 
[56] Abstract 

The present invention relotes to a rotor (1) of o vacuum pump comprising 
0 rototoble shaft (5) and a plurality of spaced oport porallel rotor 
disks (2,3) secured to soid rotatable shaft (5), such rotor being 
provided with a corrosion-resistant protective coating formed by a layer 
of polymeric moterial . 

</UnstructuredBibl iography> 

<Descr ipt ionOf Invent ion xml :spoce="preserve" xml : long="en”> 

<P id= PI >The present invention is concerned with the rotor of a vacuum 
pump.</P> 

<P id= P2 >More particularly the invention refers to o rotor for those 
vocuum pumps known os turbomoleculor pumps that ore to be employed in the 
presence of particularly corrosive gases. </P> 

<P id= P3 >As it is well known, a turbomoleculor pump con schematicol ly 
be regarded os comprising on outer cosing in which a number of gas 
pumping stages ore housed. </P> 

<P id= P4 >The gas pumping stages are generally obtoined through on 
assembly of stator rings cooperating with rotor disks thot ore secured to 
a rotatable shaft driven by the pump motor. </P> 

<P id= P5 >The pumping stoges comprise a spoce for ol lowing the gas flow, 
nomed pumping channel, where the surfaces of the rotor disk and the 
focing stotor are relotively spaced away, and tight zones where the 
surfoces of the rotor disk ond the focing stotor are very neor to eoch 
other. </P> 

<P id= P6 >The rotor disks con be either flat (plone) disks or disks that 
ore provided with closely spoced apart inclined blades. </P> 
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<P id= P7">A vocuum pump of the turbomoleculor type comprises both 
flat disks and b laded disks, and is capable to achive low 
pressure levels in the order of 10<! - - Esc(<SP>) - 8<! - - Esc(</SP>) - -> Po.</P> 

<P id="P8">In order to reach the above vacuum levels with the presently 
used pumps, the rotor must rotate ot o speed near to 100,00 rpm. </P> 

<P id="P9”>lt has been known to use turbomoleculor pumps in the field of 
integrated circuits (ICs) monufoctur ing.</P> 

<P id="P10">In the manufacturing cycle of integrated circuits there are 
used gos mixtures such as HC1, HBr, CL<! - - Esc(<SB>) - - 2<! - - Esc(</SB>) 

- ->, FK! - - Esc(<SB>) - - >2<! - - Esc(</SB>) - ->, NH<! - - Esc{<SB>) - ->3 <! Esc(</SB>) - -> , etc. 
thot ore well-known highly corrosive goses.</P> 

<P id=’PH">One of the main problem when using turbomoleculor pumps in 
the ICs manufacturing industry is due to the accumulation of a not 
negligible amount of gas because of the diffusion through the pumping 
stoges.</P> 

<P id="P12”>As a consequence, the surfaces of the internal components of 
the pump, porticulorly the rotor surfoce, come into direct contoct with 
such gas mixtures and are subjected to the corrosive action thereof. </P> 
<P id= P13 >There ore also known rotors for turbomoleculor pumps provided 
with a metal or ceramic coating as a protection ogoinst the oction of 
such corrosive gases. </P> 

<P id="P14”>The known protective metal coating is generolly applied to 
the rotor by means of nickel plating, zinc ploting or onodizing 
processes. </P> 

<P id= PI 5 >As already mentioned the rotor of a turbomoleculor pump is 
rotated at very high speeds, usually not lower than 25,000 rpm. </P> 

<P id="P16”>Due to the very high rotation speed of the rotor and to the 
extremely reduced gap between the pump rotor and the stator in the 
pumping stages, a mass distribution in the rotor body that is not 
homogeneous with respect to its axis of rotation con cause a force 
unbolance such as to jeopardize the working of the pump up to a failure 
of its components .</P> 

<P id= P17’>Thus an essential requirement in manufacturing a 
turbomoleculor pump, particularly to be used with corrosive gases, is to 
achieve a substantially perfect rotational baloncement of the rotor 
body . </P> 

<P id= PI 8 >The known metal or ceromic coatings used until now have the 
drawback of being unsuitable for applicotion onto objects thot are to 
remain perfectly balonced while maintaining very smooth surfaces such os 
the rotor of a turbomoleculor pump. Namely, due to the complex 
geometrical shope ond the small size of the areas in which the blades ore 
attached to the rotor the thickness of the metol or ceramic coating can 
result os not adequate ond easy to be corroded owoy.</P> 
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<P id="P19”>In order to prevent this from happening it is often increased 
the amount of the protective material deposited onto the rotor body, but 
this countermeasure con lead to a not uniform thickness of the protection 
coating of the flat surfaces of the rotor disks that sometimes results in 
being too thick.</P> 

<P id=“P20">Consequently on odditionol finishing step becomes necessary 
in order to level the surfaces on which the deposited material has a not 
uniform thickness. </P> 

<P id="P21">The object of the present invention is to overcome the above 
mentioned drawbacks by reolizing a rotor for o vacuum pump thot is 
corrosion resistant while at the same time has on easy and inexpensive 
construct i on. </P> 

<P id="P22">The above objects of the present invention are accomplished 
by 0 rotor as claimed in claim 1.</P> 

<P id="P23">Addi tional objects of the invention ore achieved by o rotor 
as claimed in the dependent claims. </P> 

<P id="P24">Further characteristics and advantages of the present 
invention will become evident from the description of some preferred but 
not exclusive embodiments thereof that are illustrated - only by way of 
example in the attached drowings, in which:</P> 

<!"Esc(<SL COMPACT=COMPACT> 

<LI>Figure 1 is a perspective portiol view of a rotor of a turbomolecular 
pump; and 

<Ll>Figure 2 is on enlarged cross-section view of a detail of the rotor 
according to the invention. 

</SL>)--> 

<P id="P25">Wi th reference to Figure 1, a rotor 1 of o turbomoleculor 
pump comprises o plurolity of flat rotor disks 2 and a plurolity of rotor 
disks 3 provided with projecting inclined blades 4.</P> 

<P id="P26">The rotors 2 and 3 ore secured to o rotatable shaft 5 driven 
into rototion by a pump motor (not shown)</P> 

<P id="P27“>Referr ing olso to the enlorged-cross section view of Fig. 2, 
the surface of the rotor occording to the invention is covered with a 
polymeric protective loyer of film 6 that is uniformely distributed over 
the whole rotor surface. The polymer is preferobly a straight-chain 
organic compound hoving a moleculor weight higher then 10,000 and is 
electrically insuloting.</P> 

<P id="P28">In the embodiment shown in Fig. 2, the thickness of the 
protective loyer 6 is shown much lorger than the real size for a better 
appreciat ion.</P> 

<P id=”P29">The coating layer 6 is preferobly obtained by polymerizotion 
of 0 reactive monomer over the rotopr surface, under vacuum 
condi t ions.</P> 
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<P id="P30">In Q preferred embodiment of the invention the thickness fo 
the protective layer 6 is comprised between 12 and 20 /tm, with a tolerance 
of about +2 ^m, so that the thickness ranges between about 10 and 22 
fim.</P> 

<P id= P31 >A preferred polymeric materiel for the layer 6 is o so-called 
poly-(p-xyiy lene) , thol is o polymer of (p-xylylene). In this case the 
coating process comprises o vaporization of o dimmer of (p-xylylene) 
under vacuum, preferably under a pressure of 100 Pa ot a temperature of 
aout 150°C.</P> 

<P id= P32 >Then the vapor is passed through a pyrolysis zone ot a 
temperature of about 680°C and a pressure of 50 Pa thus forming the 
monomer of (p-xylylene).</P> 

<P id= P33 >The monomer is then admitted into a coating chamber under a 
lower pressure, containing the rotor body that is kept rotating for a 
better distribution of the coating. The rotor is substantially at room 
temperoture, i.e. is "cold" in respect of the monomer and this 
temperoture difference causes a condensation with substontiol ly 
simultaneous polymer izot ion of the reactive monomer onto the rotor 
surf ace. </P> 

<P id= P34 >A suitable dimmer of (p-xylylene) is available fram Ausimont 
under the trade name GALAXYL, or from Union Caride under the trade name 
PARYLENE.</P> 

<P id=‘P35">From laboratory comparative tests carried out by the 
applicant it has been discovered that the resistance to corrosion of o 
rotor treated occording to the invention is much higher than that of 
rotors protected by conventionol ceramic or metal layers. </P> 

<P id= P36 >lt is deemed that the superiar resistance to corrosion of the 
rotor occording to the invention derives from both the corrosion 
resistant properties of the polymer coating, together with the high 
uniformity of the deposited layer which extends also over shorp edges or 
recessed areas, particularly ot the junction of the rotor blodes.</P> 

<P id= P37 >lt is evident that the polymeric coating according to the 
invention con be also opplied to other (stotioncry) components of a 
turbomo I ecul or pump that are exposed to corrosion, such as the stator 
rings, the spacing rings located between the stators, the pump body and 
its inner surface. </P> 

</0escr ipt ionOf Invent ion> 
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<Cloims xml ;spoce=”preserve" xml : lang="en"> 

<Cloim id = "C1">A rotor (1) for o vacuum pump (1) comprising o 
rototoble shaft (5) and a plurality of rotor disks (2,3), porallel and 
spaced apart from each other, and secured to said ratatable shaft (5), 
characterized in that the whole surfoce of said rotor is covered by o 
corrosion-resistant protective coating formed by a polymeric material 
layer having a uniform thickness comprised between 10 and 22 m.</Claim> 

<Claim id = "C2">A rator as claimed in claim 1, characterized in 
that said protective coating is formed by a straight-chain organic 
compound, electrically insulating and having a molecular weight higher 
than 10,000.</C laim> 

<Claim id = "C3">A rotor as cloimed in cloim 1 or 2, 
charocter ized in thot said pratective coating is formed through a 
polymerization under vacuum of a reactive monomer onto the rotor 
surface. </Claim> 

<Claim id = "C4">A rotor as cloimed in any preceding claim, 
characterized in that said protective cooting Is resistont to the 
corrosive action of gases used in the manufoctur ing of integrated 
circuits, particularly those of the group formed by HCI, HBr, 
CL<!--Esc(<SB>)->2<!--Esc(</SB>)-->, FK!-Esc(<SB>)-->2<!-Esc(</SB>)-->, 
NH<!--Esc(<SB>) -->3<!--Esc(</SB>)--> and mixture 
thereof .</Claim> 

<Cloim id = "C5">A rotor as claimed in any preceding claim, 
charocter ized in thot said polymeric moteriol is poly-(p-xylene) .</Cloim> 

<Cloim id = "C6">A turbomolecular pump comprising a rotor (1) as 
claimed in claims 1 to 5.</Claim> 

<Claim id = "C7">A turbomolecular pump as claimed in claim 6 
characterized in that at least one other staionary component of the sold 
pump is provided with o corrosion resistant protective layer comprising o 
polymer. </Cloim> 

<Claim id = "C8”>A turbomoleculor pump as claimed in claim 6, 
charocter i zed in that said polymer is poly-(p-xylylene).</Cloim> 
</Claims> 

</Potent> 
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iSQQiQiKQQQQiQifBQQQOQQQBQQKKl 


<SDQAB> ABST 








<SDODE> N/A 

<RELAPP> PARN 

<GO]/INr> GOVT 

<BRFSUM> BSUM 

<OmESC> DRWD 

<DETDESC> DETD 






5555555555555555^55555?] 


cm. DCLM 

<B577>, <CLM> STM. ECL. NUM.” ” 






555^555555555555555555?] 


N/A 

<B580> 

<B582> FSC, FSS 

<B583> 

<B581> 






55555555^555555555555^ 


<SDODR> 




ifiiasmKeeemsaaasoxaxeB^^ 


5555555555555S5S555s?i 


<SDOCR> 






55^55^^m5»^^^^^l 


N/A N/A 
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TIFF N/A 
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'INTERMEDIATE XML$^ 
^\\\\\\\;^1014: 










1018^ 



;<Bibliography>^:x\x^ 
:;<Pubppte>-^^^s^^^ 
;<AppNo>J^^^:s 
; FilingDotO $$$$$$$$^ 
; <PublicotionLonguage> ; 
: <LegolStolus> 




sDATE^$^^ 

'VARCHAR^$$$S^ 

:iS0 STANDARD?' 

iN/Am$$§ 



TO ^1020 

DB SCHEMA 



DOCUMENT guid et al 
IP_D0C pub_org 
IP_D0C ip_doc_kind 
IP_D0C docnumber 



BgaaaeaaaBBisagaBecgBisaai 



IP.DOCUMENT et ol 
IP.DOC pub_dote 
PTO_PAT AppNo? 
IP_DOC filing_dote 

IP_DOC cQl_exp_dote 



kDesignatedStale>(requ 

:<Priority>N:s^^ 

'<AppNo>^^^^^§^ 

: <Pub6rg>^^^^^s ^ { ; 

^<Section> ^ 

J<Clp'ss> ^ 

^<Subciass>^^^^^ ^ 
: <Group> ^ 

; <Subgroup> ^ ^ : 

^<ySCIqss>'^:^^^^^ > 

XSubclflss> ^ 

'<Suffix>?$^^^§^i: 

'<Cilptiqns>\SNNNS^^ ^ I ; 

^<PaipocRef ^ | ' 

^<Nprmo!ized>?^^^^ ^ 

: <PubOrg> ^ 



::.<lssuepate>?s^ 

s<Surnpme>?^^^ 

'<USCIoss>*^^^^ 

XTextExplonotion>; 

v<ptherCitdipn>'s^ 

^<ReloteiJDocs>^ 



^CHAR(2)^^^ 

^VARcW^^^ 

^WIPO ST 

'WlPO ST (I FORGET): 

sCHAR(l)::^^^ 

^CHAR(7)^^^ 

ScHAR(3)^^^: 
; CHAR 3^^^^ 
^CHAR(3)^^^ 
sVARCHAR^^^ 

=s« 

^NAMING CONVENTIONS 

vx>\%NS> 'S,VV\.\.>wV 

^WIPO ST 3$^^ 
^WlPb ST 16^^^ 

SSEE AB0VE$^$$$S 

ssee^bove:^^^ 

1:^1 



epo_ds,pct_ds 

DOC_PRIORITY, Priority 
DOC_PRIOR opp_no 
DOC.PRIOR dote 
DOC_PRIOR pub_org 
IPC 

IPC section 
IPC doss 
IPC subclass 
IPC clossGroup 
IPC subgroup 
PATENT_CIASS_XREF 
CLASSXREF potenl.closs 
CLASSXREF subcloss 
CLASSXREF suffix 
IP.OOC title 
IP_IP_XREF 
IP_IP_XREF 
IP_IP_XREF referenced 



RelatedApp 
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<NumClaims>?$:^ 

< NumDrowingPoges>? ^ 

R <NumColorDrowingPoges>? > 

<NumDrowingFigs>? 
<NumSpecPoges>?f 
<lnvenlor>^ 

<INPADbC>; 

^<GiyenName>?> 
><Surnome>^ 

<Suffix>)^ 
k<MilAddress>?'' 

::<ppBox>^ 
s<Street>?^ 

<Ci'ty>?’^ 
b<Stgle>?;^ 

<Counlry>;^ 
<PpstplCode>?^^ 

< Electrgnii^d dress>? ' 
<Telephone>?^:^:^ 

<BronchOfService>?' 
[:<Rule47/>^$;^ 
<CilyOfResidence>?' 
^<StoteOfResjdence>?^ 

^ <CountryOfResidence>? 

:: <Description>? 

<Assignee>\S 

<0rgName>?^ 

<GiyenName>?' 

:^<Surnome>' 

^<Suffix>?> 

^<City>?$^' 

.<Stqte>?;N 
<Counlry>^ 

[><PgstglCode>> 
<Descrlplion>?:J^ 
<PrimoryExominer>? 
v<GivenNqme>?s\:^^ s 

s <Surnqme> 

' <SecondoryExominer>* ^ 

^<GiyenNome>?N^^ 
^Surno^rns^^ 

<AddilionolExpminers>*' 
|^<PCtTrqnsfer>^ 

<PubNo>' 

K<PubDpie>s 
f<AppNo>^ 

<FilingDote>: 

<EuroPCT/>?:^ 

<HelDomeslicFilingReqiiremenls>? ^ ^ 
kPriorArtEffecliveDole>?\^ ^ il 




K 





INT 
INT 
:iNf 

:inY ,, 

N/A§$ 

VARCHAR 
VARCt^' 

VARCHAR 
VARC^^ 

VARCHAR 
VARCHAR 
VARCI^R 
VARCHAR 
■VARC^^^ 

Apdx E Redbook 
WlPO St 
VARCHAR 
{VARCHAR; 

:VARCHARv 
fVARCHARv 
:VARCHAR' 

:n/A^ 

:Varchar;::^ 

Apdx E Redbook; 
<:WIPO 
:VARCHAR' 

;n/a^ 

:VARCHARv 
■VARCHAR' 
fVARCHAR' 
^VARCHAR;... 
:VARCHAR^ 

Apdx E Redbook' 
:WIPO 
■VARCHAR' 

•VARCHAR' 

N/A^ 

•VARCHAR; 

^VARCHAR; 

N/A^ 

:VARCHAR^ 

'VARCHARn 
:VARCHARV x' 

■NAMING convention:<| 

' ' ' \\V VV W W \ VM 

;PAJE^ 

^VARCHAR' 

^DAtE^ 

|N/A: 

'DATE' 






PTO_PATENT numCloims 
PTO numDrowingPoges 

PTO numFigures 
PTO numSpecs 
DOC_INVENTOR 

DOC_INVT name 
DOC.INVT nome 
DOC_INVT nome 
DOC.INVT name 



DOC_ASSIGNEE 
DOC_ASSIGNEE nome 
DOC_ASSIGNEE name 
DOC_ASSIGNEE name 
DOC_ASSIGNEE nome 



PTO PrimoryExINome 
PTO PrimoryEx2Nome 

PTO AsstExINome 
PTO AsstEx2Nome 
PTO ArtUnit 
PolCoopTreoty 
PCT WiPONo. 

PCT PubDote 
PCT PCTNo. 

PCT FilingDole 

Dote371 np 4 AM 

Dote102e rib. lUM 
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DETERMINE WHETHER THE IPAM 
SERVER NEEDS TO BE INVOKED 



1302 



USE THE EXTRACTED DATA WITH A 
STYLE SHEET TO PRODUCE THE 
DESIRED OUTPUT 



1304 



HOST PROVIDES PATENT INFORMATION AND PATENT 
RELATED INFORMATION TO THE CUENT VIA 
CPML DOCUMENTS. CPML DTD SUPPORTS VERSION NUMBER 




PATENT INFORMATION AND/OR PATENT RELATED INFORMATION 
CHANGES (FOR EXAMPLE, A PATENT MAY BE RECLASSIRED, 
THE ASSIGNEE MAY CHANGE, THE INVENTIVE ENTITY MAY 
CHANGE, A POST ISSUANCE DOCUMENT MAY BE ADDED, ETC.) 




HOST DATABASES UPDATED WITH CHANGES (CASSIS, USPTO GAZETTE, ETC.) 

NEW VERSION NUMBER ASSIGNED 




CLIENT AUTOMATICALLY UPDATED WITH NEW/CHANGED 
INFORMATION ASSOCIATED WITH NEW VERSION NUMBER 
VIA CPML DOCUMENTS. VERSION NUMBER AT CUENT IS UPDATED. 
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<!--Version 1.0a of the IPAM Electronic Document Order end Download 
Protocol — > 



<! — Expected Usage: — > 

<! — IPAM sends EODOrderReql.Oa, Aurigin responds with EODOrderAckI.Oa — > 
<! — IPAM sends (O.n) EODQueryReql.Oa, Aurigin responds EODQueryAckl.Oa — > 
<! — IPAM sends EODDownloodReql.Oa, Aurigin responds with 
EODDownloadAckI .Oa — > 

<! — if there is onything to download, Ack contains list of ShipmenntIDs — > 

<! — IPAM sends EODShipmentReql.Oa, Aurigin responds with 
EODShipmentAckl .Oo — > 

<! — Shipment Ack contains URLs of all of the ports that moke upo 
shipment — > 

<! IPAM downloads all of these parts and installs them.- — > 

<! — When download is successful. IPAM sends EODShipmentDonel.Oo. — > 

<! — No reply is necessary from Aurigin 

— > 



<! — IPAM Electronic Document Order REQUEST — > 

<! — Issued by IPAM Server at customer site to Aurigin — > 



<! — ELEMENT EODOrderReql.Oo (ServerlD, (D0C)+, Userlnfo)> 



<!ELEMENT ServerlD 
<! ELEMENT Doc 
<!ELEMENT User Info 



(#PCDATA)> 

(#PCDATA)> 

(Email, DeptlD, UserID)> 



<! ELEMENT Emoi I (#PCDATA)> 
<! ELEMENT DeptlD (#PCDATA)> 
<!ELEMENT User ID (#PCDATA)> 



<!— IPAM Electronic Document Order ACKNOWLEGEMENT— > 
<! — Issued by Aurigin in response to request — > 



<!ELEMENT EODOrderAckl.Oo (Valid|EODOrderError)> 

<! — Valid can send a message bock thot can go to the GUI — > 
<! ELEMENT Vo I id (#PCDATA) 

<!ELEMENT EODOrderError (ParseError|NoProto|UnkProto|lnvalidServer)> 
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<! — PorseError contains the XML parse error. — > 

<!ELEMENT PorseError (ErrorCode, URL, Reason, srcText, Line, LinePos, 
Fi lePos)> 

<!ELEMENT ErrorCode (jfiPCDATA)> 

<!ELEMENT URL (ij(PCDATA)> 

<! ELEMENT Reason (#PCDATA)> 

<!ELEMENT srcText (ij!PCDATA)> 

<!ELEMENT Line (#PCDATA)> 

<!ELEMENT LinePos (#PCDATA)> 

<! ELEMENT Fi lePos (|PCDATA)> 

<! — NoProto=No Doctype — > 

<!ELEMENT NoProto EMPTY > 

<!--UnkProlo=Root node is not EODOrderReql .Oo — > 

<!ELEh€NT UnkProto EMPTY > 

<! InvolidServer: not sure if ServerlD will be volidoted — > 

<!ELEMENT InvolidServer EMPTY > 

<! — IPAM Electronic Document Query REQUEST — > 

<! Issued by IPAM Server ot customer site to Aurigin — > 

<!ELEMENT EOOQueryReql .Oo (ServerlD. (Doc)+, DocFormot)> 

<!ELEMENT DocFormat (#PCDATA)> 

<!"IPAM Electronic Document Query ACKNOWLEDGEMENT— > 

<! — Issued by Aurigin in response to request — > 

<!ELEMENT EODQueryAckI .Oo ((DocStotus)+|EODQueryError)> 

<!ELEMENT DocStotus (Doc, Stotus, Link)> 

<!ELEMENT Status (iSiPCDATA)> 

<! ELEMENT Link (ij(PCDATA)> 

<!ELEMENT EODQueryError (PorseError ) Invol i dServer I Invol i dFormot)> 

<!ELEMENT Invol idFormot EMPTY > 

<! — IPAM Download Request — > 

<! Issued by IPAM Server at customer site to Aurigin — > 

FIG.17B 
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<! ELEMENT EODDown loodReql .Oo (Server 1D)> 

<!— IPAM Electronic Document Order ACKNOWLEGEMENT— > 

<! — Issued by Aurigin in response to request — > 

<!ELEMENT EODDown I oodAckl .Oo ((Shiplnfo)*|EODDownloodError)> 

<!ELEMENT Shipinfo (ShipID, ShipType)> 

<!ELEMENT ShipID (j!fPCDATA)> 

<!ELEMENT ShipType (Subscr iptionShiplOrderShipIConcel ledShip)> 

<! ELEMENT Subscr iptionSh ip EMPTY > 

<! ELEMENT Order Ship EMPTY > 

<!ELEMENT EODDown I oodError (PorseError | Invol idServer)> 

<!— IPAM Shipment REQUEST— > 

<! — Issued by IPAM Server at customer site to Aurigin— > 

<!ELEMENT EODShipmentReql .Oo (Server ID, ShipID)> 

<!— IPAM Shipment ACKNOWLEGEMENT— > 

<! — Issued by Aurigin in response to request — > 

<!ELEhCNT EODSh ipmentAckI .Oo ((ChunkURL)+|EODShipmentError)> 

<!ELEh£NT ChunkURL (#PCDATA)> 

<!ELEMENT EODSh ipmenlError (PorseError | Invol idServer I Invol idShipID)> 

<!ELEMENT Invol idShipID EMPTY > 

<!— IPAM Shipment COMPLETE— > . 

<! Issued by IPAM Server ot customer site to Aurigin — > 

<! ELEMENT EODSh i pmentDonel .Oo (Server ID, ShipID)> 
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